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NOTES 

1. AS SITE CONDITIONS DICTATE, 2 CURB RAMPS MAY BE USED FOR CORNER INSTALlATIONS SIMIlAR TO THOSE SHOWN IN 
DETAIL A. THE CONTRACTOR SHALL OBTAIN APPROVAL FROM THE ENGINEER PRIOR TO THE APPLICATION OF CASES A 
THROUGH D SHEET 2 OF 5. 

2. WHEN A CURB RAMP IS LOCATED IN THE CENTER OF THE CURB RETURN, CROSSWALK CONFIGURATION SHALL BE SIMILAR 
TO DETAIL B. 

3. CURB RAMP SURFACES (FlARES AND RAMP) SHALL HAVE A MEDIUM TO HEAVY BROOM TEXTURED FINISH, PERPENDICUlAR 
TO THE AXIS OF TRAVEL 

4. THE CURB RAMP SHALL BE OUTLINED WITH A 12" BORDER, WITH V4" GROOVES APPROXIMATELY 3'4" ON CENTER. 
SEE DETAIL C. 

5. CURB RAMPS SHALL BE CONCRETE ClASS 52G-C-2500. 

6. INSTALL V4" EXPAINSION JOINT FILLER MATERIAL BETWEEN A NEW CURB RAMP AND THE EXISTING SIDEWALKS. 

7. TOOLED JOINT - PROVIDE V4" DEEP GROOVE WITH V4" RADIUS EDGES. GROVE SHALL NOT EXTEND TO BOTTOM CURB OR 
GUTTER. 

8. IF OBSTRUCTIONS SUCH AS INLETS, POLES, FIRE HYDRANT, ETC., ARE ENCOUNTERED, THE RAMP LOCATlON(S) MAY 
BE ADJUSTED ONLY UPON THE EVALUATION & APPROVAL OF THE ENGINEER. 

9. TRANSITIONS FROM RAMPS TO WALKS, GUTTERS, OR STREETS SHALL BE FLUSH AND FREE OF ABRUPT CHANGES. THE 
BUILD- UP ASPHALT AT THE BOTTOM OF THE CURB RAMP BETWEEN THE GUTTER AND THE STREET SHALL BE MILLED TO 
ACHIEVE THE REQUIRED FLUSH TRANSITION. 

10. IF THE 4' 5% MAX COUNTER SLOPE AT THE BOTTOM OF THE RAMP (AT STREET TRANSITION) CANNOT BE ACHIEVED DUE 
TO EXISTING CONDITIONS, THE RAMP SLOPE SHALL BE ADJUSTED SO THE SUM OF BOTH SLOPES DOESN'T EXCEED 13.3%. 

11. IF THE CONDITION OF THE STREET AND SIDEWALK IS SUCH THAT THE EXISTING SLOPES DO NOT ALLOW THE 
INSTALlATION OF THE REQUIRED CURB RAMP SLOPE, THEN THE RAMP SHALL BE EXTENDED UP TO A MAXIMUM LENGTH 
OF 15'-0" (LINEAR FEET) TO CATCH THE REQUIRED SLOPE EVEN IF THE REQUIRED SLOPE IS NOT ACHIEVED. 
COORDINATION WITH ENGINEER IS REQUIRED PRIOR TO ANY DEMOLITION OR CONSTRUCTION. 

12. THE REMOVAL OF EXISTING CONCRETE CURB, GUTTER, SIDEWALK, AND PAVEMENT (OR CURB RAMP) FOR A NEW CURB 
RAMP SHALL COMPLY WITH SDG-156. THE REMOVAL OF ADDITIONAL SIDEWALK PANELS MAY BE REQUIRED TO MEET 
EXISTING GRADE AlND TO COMPLY WITH THE ACCESSIBILITY REGUlATIONS. 

13. PROVIDE A 2" X 2" KEYWAY BENEATH SAWCUT EDGES OF THE EXISTING SIDEWALK. 

14. THE CROSS SLOPE OF THE RAMP SHALL BE 1.5%. 

15. WATER PONDING WITHIN THE CURB RAMP LIMITS IS NOT ALLOWED. 

16. NO GRADE BREAK IS ALLOWED ALONG THE RAMP SURFACE. 

17. IF THE CROSS SLOPE OF THE SIDEWALK ADJACENT TO THE CURB RAMP IS MORE THAN 2%, PROVIDE A MIN 4' 
TRANSITION. 

18. HISTORICAL STAMP&1MPRESSIONS SHALL BE PRESERVED PER SDG- 115. 

19. UTILITY PULL BOXES, MANHOLES, VAULTS AND OTHER UTILITY FACILITIES WITHIN THE BOUNDARIES OF THE CURB RAMP 
SHALL BE RELOCATED OR ADJUSTED TO GRADE PRIOR TO, OR IN CONJUNCTION WITH THE CURB RAMP CONSTRUCTION. 
COORDINATE WITH THE ENGINEER. 

20. ANY DEVIATION FROM THESE PROVISIONS REQUIRES PRIOR APPROVAL BY THE ENGINEER. 
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