SECTION 5
PROJECT PHASING
S.1  STATUS OF PHASING PLAN IMPROVEMENTS

The project's transportation phasing plan is shown as Table 5.1-1. This plan is identical to the
approved phasing plan for the project (updated in December, 1994) with the exception Phase 5.
(Refer to Appendix D for a copy of the approved phasing plan.)

Currently, the first eleven projects listed in the approved transportation phasing plan have been
completed or assured to the satisfaction of the City Engineer. The phasing plan allows for
development generating a total of about 26,260 Average Daily Traffic. After the remaining

.components of improvement twelve are completed, the development will be allowed to proceed
to a level of about 46,700 ADT.

The Phase 5 threshold has been increased from 41,115 Average Daily Traffic (ADT) to 46,708 .
ADT. This increase is due to the addition of 2 110,000 square foot neighborhood retail center at
the intersection of Carmel Mountain Road and "C" Street. While this center generates
approximately 8,640 cumulative trips, most of these trips would serve residences in Sorrento
Hills, Carmel Valley (South) and the future urbanizing area (Subarea V). As a result, these trips -
would not impact regional improvements contained in the transportation phasing plan. For
example, trips between the above mentioned residential areas and the neighborhood shopping
center would not travel on I-5, SR-56 or Vista Sorrento Parkway. Associated with this change is
a requirement that Carmel Mountain Road be extended to the eastern community plan boundary
in Phase 5 (shown as improvement fourteen).

The changes to Phase 5 of the transportation phasing plan will most likely result in a reduction in
regional traffic levels as compared to that anticipated in the approved plan.
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ES

Single-Family Owelling J 1334 DU 10 /DU 13,240 1,087 213 854 1,334 934 400
Mulliple-Family Dwalling / 650 DU 8 DU 5,200 416 83 333 520 364 156
Office 745 KSF 20 /KSF| 14,200 1,937 1,743 194 2,088 417 1,689
Indusirial / 292 KSF 15 /KSF| 4,580 522 454 68 564 124 439
Park 16.2 AC 50 /AC 810 32 16 16 €5 32 a2
Retall { 115 KSF 72 /KSF| 8,280 N 199 132 811 455 455[{(15) Construct Vista Sorrento Parkway au & four lans major sirest batwaen Somrento Vallsy Bivd
Day Care (6) 3 KSF 0 0 0 0 ] 0 0 and Carmel Moutah Road. Extend Carmal Mountain Road fiom EJ Camino Real lo
Office/Corporale v 440,068 KSF 15 /KSF| 6,601 890 891 29 990 29 891
Visitor Serving v 36.58 KSF 20 /KSF 732 110 89 1 110 1 89 ;
School /4 AC €0 /AC 240 62 a7 25 12 4 81i{16) Construct quired by phasing and the CRy Engineer,
___JOTALS 54653 6466 yae 1.7‘5_2 3,331 24401 4160
ND US AMOUNT:
Single-Family Dwallling 1334 DU 10 DU 13,340 1,087 213 854 1334 934 400
Mulliple-Family Dwelling 770 DU 8 /ou 8,160 493 29 304 6816 431 185
Office 950 KSF 20 /KSF| 19,000 2,470 2,223 247 2,680 632 2,128
Induslrial 400 KSF 15 /KSF] 6,000 680 594 68 720 144 576
Park 18.2 AC 50 /AC 810 32 16 16 @5 32 32
Relall 170 KSF 72 /KSF| 12,240 490 204 108 1,346 6873 673
Day Cars (6) 3 KSF 0 0 0 0 0 0 0
Offical/Corporale 440,066 KSF 15 /KSF| 8,601 980 891 0 990 29 891
Visilor Serving 36,58 KSF 20 /KSF 732 110 29 1 110 11 89
|Scheol 4 AC 60 /AC 240 62 a7 25 12 4 8
TOTALS ~ 86,1 23 6,374 4,466 1 @0-5 7,863 2,860 4,993
NOTES:
1. p ts {o be compleled, under conlract, bonded or uhndulod In the Ciy c.gml Imptovemants Program, of programmed In the Stats Transportation lmpmmrﬂ
Program o tha satlsfactlon of the Ciy Engl before g the aliowsble levels of development in the columns above,
2. Mtshould be noted that this plan ls Intended 1o serve as & gukieling for sequential developmant of street Img nts. B the geographle order of
development ls not certain, & will be necessary to review annually and revise this phasing plan in order to refiect current land developmant proposals and actual trip
generation rates and Ulp distribution.
3. Al sireets within the b les of the C y Plan shall be improved to full width as pent of the development on adjacent parcels. TraMic signals shall ba constructed

a8 required via the Tentathe Tract Map.

4, Tolal permitted ADT by land use can be adjusied so that ADT's are transferred from one lsnd use to snothef so long as the listed total ADT's from all land use la not
exceeded, subject to sddiiona! studles s required by the City Engl The additional studies must evaluale ¥ the uses diferant from thoss ssumed In this plan irvalidate the
ADT andlor peak hour traffic calculations and therefore, the phaning of ransportation improvements.

5, Thresholds lot sach section are governed by the lssuance of bullding permits and not the recordation of final maps,

6. The 3 KSF of Day Care k& component of the industrial uses in the project Ita traffic generation i included In the Ind
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