GREATER GOLDEN HILL PLANNING COMMITTEE
January 14, 2015
6:30 PM
Balboa Park Golf Course Clubhouse, 2600 Golf Course Drive
www.sandiego.gov/planning/community/cpg
Please see agenda on website listed above for any attached information
Call to Order *6:30
Additions and/or Deletions to Agenda
Approval of Minutes
Governmental Reports
Community Police Officer — Kevin Vasquez {619.674.7268 or
kvasquez@pd.sandiego.gov}
39th Senate District — Joyce Temporal {619.645.3133 or joyce.temporal @sen.ca.gov}
53rd Congressional District — Lee Steuer {619.280.5353 or lee.Steuer@mail.house.gov}
Council District 3 — Molly Chase {619.236.6633 or mchase@sandiego.gov}
City Planner — Bernard Turgeon {619.533.6575 or bturgeon@sandiego.gov}
Chair Report, Vice Chair Report
Non Agenda Public Comment
Action Items
e 27" Street Units Project #370917, Stosh Thomas. (New plans are attached)
e Update to Land Use Code, Discuss items listed in Draft Issue Matrix and make
recommendations
Information Items
e Restoration of the Golden Hill Grotto/Fountain, Joe and Kim Grant

Sub-Committee Updates

Historic* — David Swarens {loscalifornios@aol.com}
Adjournment
*1f you are interested in attending the Historic meeting please email the appropriate committee to confirm
meeting and agenda.
**All times are estimated — Action Items may also be taken before Information Items.
The City of San Diego distributes agendas via email and can also provide agendas in alternative formats as
well as a sign language or oral interpreter for the meeting with advance notice. To request these services,
please contact the City at 619.236.6479 or sdplanninggroups@sandiego.gov
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IRRIGATION NOTES
WATER EFFICIENT LANDSCAPE WORKSHEET WATER EFFICIENT LANDSCAPE WORKSHEET WATER EFFICIENT LANDSCAPE WORKSHEET
1 ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY
SECTION A. HYDROZONE INFORMATION TABLE SECTION B. WATER CALCULATIONS SECTION B2. ESTIMATED TOTAL WATER USE (ETWU) PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS
- . SECTION B1. MAXIVIUM APPLIED WATER ALLOWANCE (MAWA] AND THEIR PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR,
Please complete the hydrozone table(s) for each irrigation point of connection. Use as many
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Hydrozone #, and Valve Ciruit # should correspond to th landscape and irigation ystem he projects Meximum Applied Water llovance shallbe colulatedusing tis equation The project’s Estimated Total Water Use s calculated using the following ormla: 2 THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES
plans. MAWA = (FL0) (06207 LA) - (0.3 x SLA) ETWU = (££0){0:62) Totalof Colurmn  fom the Hydorone nformation Table] BEFORE COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE
Irrigation Point of Connection (P.0.C.) §___] Where: PLANS ARE APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
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SN b 1 oz | o o] s[ o] 7 0.3 = Additional ET adjustment Factor for Special Landscape Area (4.0~ 0.7=0.3) (47.0) (0.62) (582) = 16959 4  THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED Q N )
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Hydrozone Category is based on the feature or plant within the hydrozone with the highest plant factor. C ﬂU.
Hydrozone Category PF - Plant Factor Irrigation Method Code _m. _.m.ﬂw._,m: E
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M A W SLEEVING DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING. ALL SLEEVES
0 < I T »  EXISTING HOUSE TO BE AS SHOWN ON THE PLANS. -
7z | m m m M W_ g ALL IDEAS, DESIGN ARRANGEMENTS, & PLANS
| 35 || 2 | - 10 ALL QUICK COUPLER VALVES TO BE INSTALLED IN SHRUB OR GROUND COVER AREAS WHERE POSSIBLE. ALL INDICATED OR REPRESENTED BY THIS
2 30 | v < QUICK COUPLER VALVES TO BE INSTALLED AS SHOWN ON THE INSTALLATION DETAILS. INSTALL ALL QUICK PROPERTY OF TONY VITALE AND WERE
m 3 T " CREATED, EVOLVED, & DEVELOPED FOR USE
! M m g COUPLER VALVES WITHIN 18" OF HARDSCAPE. ON. AND IN CONNECTION WITH. THE SPECIFIED
a = , PROJECT. NONE OF SUCH IDEAS,
Z _ A L _ 79.05 ) PROPERTY LINE 11 ALL VALVE BOXES TO BE GREEN IN COLOR, SIZED AS INDICATED BY DETAILS, AND HOT BRANDED R LoD S OR FLARS SHoLL BE (eE0 B
L W oooo 5 = T jsRigs Terde AS INDICATED ON THE PLANS OR DETAILS. SE
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< —_ _++++_mm mmmm RdshuashaIsEngeth jetidetiideinds ﬁzgz&uﬁkﬁ.ﬁ?m@ﬁ : 12 ALL HEADS ARE TO BE INSTALLED WITH THE NOZZLE, SCREEN AND ARCS SHOWN ON THE PLANS. ALL HEADS
& _ H . _++++_Wmm gooo ARE TO BE ADJUSTED TO PREVENT OVERSPARY ONTO BUILDING, WALLS, FENCES AND HARDSCAPE. THIS
Z | x ﬁ _hm 5528 N INCLUDES, BUT NOT LIMITED TO, ADJUSTMENT OF DIFFUSER PIN OR ADJUSTMENT SCREW, REPLACEMENT OF
) _Hﬁmem mmmm m 8 + 1 PRESSURE COMPENSATING SCREENS, REPLACEMENT OF NOZZLES WITH MORE APPROPRIATE RADIUS UNITS
_ Z _ Am EEEE 22 @ = AND THE REPLACEMENT OF NOZZLES WITH ADJUSTABLE ARC UNITS.
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| _++++.q Wmmmmm -8 EA » 8 1. brown frunk helght) s required within 1 5 . of sach parking pacs.)
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10” ROUND PLASTIC VALVE BOX W/LOCKING LID

HEAT BRAND "BV” ON LID IN 2" HIGH CHARACTERS
FINISH GRADE

3/4" CRUSHED ROCK — 4" DEPTH

BALL VALVE PER IRRIGATION PLAN

COMMON BRICK — 4 REQUIRED

SCH 40 PVC MALE ADAPTER — IF NECESSARY
MAINLINE PIPING PER IRRIGATION PLAN

VALVE BOX EXTENSION(S) AS REQUIRED

1/2" IN TURF AREAS AND 2" IN SHRUB AREAS

NOTE:

USE TEFLON TAPE
ON ALL MALE PIPE
THREADS.

> 6"—12"

NOTE: USE TEFLON
TAPE ON ALL MALE
PIPE THREADS.

1. 10”7 ROUND PLASTIC VALVE
OX WITH LOCKING LID
HEAT BRAND "QCV” ON LID

N 2

T

18" 24"

0. MAINLINE PIPING PER.LEGEND

IN 2" HIGH CHARACTERS 11. WALK, CURB, OR WALLNETC.
FINISH GRADE 12. #4 REBAR, 18" MINIMUM
3/4" CRUSHED ROCK 4" DEEP LENGTH SUPPORT STAKE
QUICK COUPLER PER LEGEND 13. STAINLESS STEEL CLAMP —

N ouAU

TxT

PVC SCH 80 NIPPLE
LENGTH AS REQUIRED
PVC SCH 40 STREET ELL

2" IN SHRUB AREAS.

Sall Valve

Quick Coupling Valve

g
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WALL MOUNT CONTROLLER — MOUNT PER MANUFACTURER
LOCKING NUT

ELECTRICAL JUNCTION BOX

120V WIRES IN RIGID CONDUIT PER LOCAL CODES

RIGID CONDUIT FOR COMMON / CONTROL WIRES

SWEEP ELL — SIZE AS REQUIRED

FINISH GRADE (FLOOR SURFACE FOR INDOOR MOUNT)
MOUNT CONTROLLER AT "EYE—-LEVEL” (+/- 5'-07)
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SLIP BASE SOCKET OVER END OF WIRES

STRIP WIRES APPROX. 5/8” FROM ENDS — TWIST TOGETHER

APPLY SEALER TO OUTSIDE OF SEALING PLUG AND FILL CAVITY WITH SEALER

PUT CRIMP END OVER WIRE ENDS — CRIMP SLEEVE AND CUT OFF EXCESS WIRE

PULL BASE SOCKET OVER END OF WIRES AS FAR AS POSSIBLE

PUSH SEALING PLUG INTO BASE SOCKET

PUSH WIRES TO END OF BASE SOCKET TO INSURE COMPLETE SEALING OF CONNECTION
COMPLETED WATERPROOF WIRE CONNECTION
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1. FINISH GRADE
2. CLEAN BACKFILL — 90% COMPACTION REQUIRED — SEE SPECS
3. NON—PRESSURE LATERAL LINE PER LEGEND
4. PRESSURE SUPPLY LINE PER LEGEND
5. CONTROL WIRES — INSTALL BELOW PRESSURE SUPPLY LINE
6. PROVIDE 2” OF CLEAN SAND BELOW PRESSURE MAINLINE
NOTES:

BUNDLE AND TAPE WIRES AT 12" 0.C. PIGTAIL AND LOOP
CONTROL WIRES AT ALL 90 DEGREE CHANGES IN DIRECTION.
SPLICING OF WIRE RUNS IS NOT ALLOWED UNLESS APPROVED BY
THE CITY. 36" MIN. COVER IS REQUIRED FOR RECLAIMED WATER
MAINLINE (WHERE APPLICABLE). INSTALL 1'x1'x1" THRUST AT ALL
CHANGES IN DIRECTION OF PRESSURE MAINLINE AND AT ALL
TERMINAL POINTS OF MAINLINE.
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NOTES:

ALL SLEEVES TO BE SCH 40 PVC.

HARDSCAPE (TYPICAL)
CLEAN BACKFILL — 90% COMPACTION REQUIRED
SAND (TYPICAL)
NON—PRESSURE LATERAL LINE / SLEEVE (2X SUPPLY LINE)
CONTROL WIRE SLEEVE (2”) ADJACENT TO MAINLINE SLEEVE
PRESSURE SUPPLY LINE / SLEEVE (2X SUPPLY LINE)

SIZE ALL SLEEVES 2X SUPPLY

LINE. EXTEND SLEEVES 12" BEYOND EDGE OF HARDSCAPE ON BOTH
ENDS. RECLAIMED WATER SLEEVES TO BE MINIMUM 42”—-48" DEEP (OR
PER WATER DISTRICT STANDARDS) WHERE APPLICABLE.

Wall Mount Conftroller

Wire Connector

Irenching

Sleeving
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6” POP—UP SPRAY HEAD PER LEGEND

PVC SCH 80 NIPPLE — 12" MINIMUM LENGTH
PVC SCH 40 STREET ELL — TxT

MARLEX STREET ELL — TxT

PVC SCH 40 LATERAL LINE FITTING

LATERAL LINE PER LEGEND

FINISH GRADE

Nk

NOTES:

USE TEFLON TAPE ON ALL MALE PIPE THREADS FOR PVC

TO PVC CONNECTIONS. SET PERIMETER HEADS 2"—6" FROM
EDGE OF CURBS AND WALKS, AND 6"—12" FROM FIXED VERTICAL
OBJECTS SUCH AS FENCES, WALLS, AND BUILDINGS, ETC.
BOTTOM INLET OF HEAD MUST BE USED.
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ELECTRIC CONTROL VALVE PER LEGEND 8. COMMON BRICK — 4 REQUIRED
12"x18" PLASTIC VALVE BOX WITH BOLT 9. PVC LATERAL LINE PER LEGEND
DOWN LID — HEAT BRAND STATION NUM-— 10. PVC SCH 40 ELL — SxS

BER ON LID IN 2" HIGH CHARACTERS 11. PVC MAINLINE PER LEGEND
FINISH GRADE 12. SCH 40 PVC MAINLINE FITTING
PVC SCH 40 MALE ADAPTER — SIZE AS 13. 3/4" GRAVEL — 6" DEEP
REQUIRED — TYP. OF 2 14. 'CHRISTY'S’ I.D. TAG OR EQUAL
WATERPROOF WIRE CONNECTOR WITH 36"

COILED EXPANSION LOOP NOTES:

WIRES FROM CONTROLLER
COMMON WIRE TO OTHER VALVES ON
SAME CONTROLLER

TEE OFF MAINLINE TO BE SAME SIZE AS
LATERAL LINE EXITING VALVE. ONLY
REDUCE PIPE SIZE AT VALVE.

* 1/27 IN TURF, 2" IN PLANTER

@ PRIMARY MAIN LINE. SEE
PLAN FOR SIZE.

@ SUB-MAIN - SIZE VARIES.
SEE SCHEDULE BELOW

MAINLINE SCHEDULE:
1-10 GPM 1" SCH. 40

1118 GPM  1-1/4"SCH. 40 (6) QUICK COUPLER. SEE DETAIL.

19-256 GPM  1-1/2" SCH. 40

26-39 GPM 2" CL. 315

40-58 GPM  2-1/2"CL. 315

(3) TEE OR ELL WITH
REDUCER BUSHING

@ BALL VALVE. SEE DETAIL.

@ CONTROL VALVE. SEE DETAIL.

@ LATERAL LINE (CL. 200). SEE
PLAN FOR SIZE.

Hi—FPop Snhrub Head

Remote Control Valve

Valve

Manifold Installation (TYP.)
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LANDSCAPE
LOGIC
TONY VITALE

www.MyLandscapelogic.com

ALL IDEAS, DESIGN ARRANGEMENTS, & PLANS
INDICATED OR REPRESENTED BY THIS
DRAWING ARE OWNED BY AND ARE THE
PROPERTY OF TONY VITALE AND WERE
CREATED, EVOLVED, & DEVELOPED FOR USE
ON, AND IN CONNECTION WITH, THE SPECIFIED
PROJECT. NONE OF SUCH IDEAS,
ARRANGEMENTS OR PLANS SHALL BE USED BY
OR DISCLOSED TO ANY PERSON, FIRM, OR
CORPORATION FOR ANY PURPOSE
WHATSOEVER WITHOUT THE WRITTEN
PERMISSION OF TONY VITALE.
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LANDSCAPE MAINTENANCE SPECIFICATIONS

|. GENERAL REQUIREMENTS

PART OF CONTRACT: THIS LANDSCAPE MAINTENANCE SPECIFICATION IS A PART OF THE CONTRACT FOR
LANDSCAPE MAINTENANCE SERVICES. COMPLIANCE WITH THE REQUIREMENTS SET FORTH IN THIS
SPECIFICATION ARE MANDATORY FOR THE MAINTENANCE CONTRACTOR. IF ANY PART OF THIS
SPECIFICATION IS DECLARED INVALID FOR ANY REASON, THAT INVALIDATION SHALL APPLY ONLY TO THAT
SPECIFIC PART DECLARED INVALID, IT SHALL NOT NULLIFY ANY OF THE REQUIREMENTS OF ANY OTHER
PART. IN THE EVENT OF QUESTION OVER APPLICABILITY OF ANY REQUIREMENT, THE REQUIREMENT SHALL
BE ASSUMED TO APPLY, UNLESS THE OWNER PROVIDES A WRITTEN CLARIFICATION STATING THAT IT DOES
NOT. ALL MODIFICATIONS TO THIS SPECIFICATION MUST BE IN WRITING.

DEFINITIONS:

THE TERM "OWNER" REFERS TO THE PERSON, PARTNERSHIP, CORPORATION, OR AGENCY THAT
CONTRACTED FOR THE PERFORMANCE OF THE LANDSCAPE MAINTENANCE WORK.

THE TERM "CONTRACTOR" REFERS TO THE PERSON, PARTNERSHIP, CORPORATION, OR AGENCY THAT WILL
PERFORM THE LANDSCAPE MAINTENANCE WORK.

THE TERM "EXCLUDED DAMAGE" AS USED IN THIS DOCUMENT SHALL REFER TO DAMAGE CAUSED BY
VANDALISM, PEDESTRIANS, VEHICLES, ANIMALS (EXCEPT INSECTS AND RODENTS), OR OTHER UNUSUAL
FACTORS. IT DOES NOT INCLUDE DAMAGE CAUSED BY THE CONTRACTOR'S ACTIONS, LACK OF REASONABLE
CARE, PEST DAMAGE (SUCH AS INSECTS), DISEASES, OR PLANT LOSS DUE TO LACK OF WATER CAUSED BY
AN IRRIGATION SYSTEM PROGRAMING ERROR, IRRIGATION SYSTEM BREAKAGE, OR IRRIGATION
MALFUNCTION. (IT IS ASSUMED THAT MOST PLANTS CAN SURVIVE FOR AT LEAST ONE WEEK WITHOUT
IRRIGATION, DURING WHICH TIME ANY IRRIGATION PROBLEMS SHOULD BECOME APPARENT TO THE
CONTRACTOR. EXCEPTIONS MAY BE MADE IF THE OWNER'S AUTHORIZED REPRESENTATIVE DETERMINES
THAT UNUSUAL CIRCUMSTANCES CONTRIBUTED TO A LOSS.)

INSURANCE: THE CONTRACTOR SHALL PROVIDE THE OWNER'S AUTHORIZED REPRESENTATIVE WITH
CURRENT CERTIFICATES OF INSURANCE SHOWING THAT THE FOLLOWING REQUIREMENTS ARE MET:
WORKMAN'S COMPENSATION INSURANCE TO MEET GOVERNMENT REGULATORY MINIMUM REQUIREMENTS,
BUT NOT LESS THAN AN AGGREGATE LIMIT OF $1,000,000.

GENERAL LIABILITY INSURANCE WITH AN AGGREGATE LIMIT OF NOT LESS THAN $2,000,000.

VEHICLE LIABILITY INSURANCE WITH AN AGGREGATE LIMIT OF NOT LESS THAN $300,000. INSURANCE
POLICIES MEETING THESE REQUIREMENTS SHALL REMAIN IN EFFECT FOR THE DURATION OF THE WORK. NO
PAYMENTS TO THE CONTRACTOR WILL BE AUTHORIZED UNLESS CURRENT CERTIFICATES OF INSURANCE
HAVE BEEN FILED WITH THE OWNER'S AUTHORIZED REPRESENTATIVE.

CONTACT PERSON: THE CONTRACTOR SHALL PROVIDE THE OWNER'S AUTHORIZED REPRESENTATIVE WITH
A PHONE NUMBER WHERE A MESSAGE CAN BE LEFT FOR THE CONTRACTOR 24 HOURS A DAY. AN
ANSWERING MACHINE CONNECTED TO THE CONTRACTOR'S NORMAL PHONE LINE IS AN ACCEPTABLE
METHOD OF MEETING THIS REQUIREMENT. THE CONTRACTOR SHALL CHECK FOR MESSAGES LEFT AT THIS
PHONE NUMBER (619) 507-8060 EVERY 24 HOURS OR LESS.

ADDITIONAL WORK: ALL REQUESTS FOR WORK THAT WILL REQUIRE ADDITIONAL PAYMENT MUST BE IN
WRITING. DO NOT START WORK UNTIL THE REQUEST FOR ADDITIONAL WORK HAS BEEN APPROVED IN
WRITING BY THE OWNER'S AUTHORIZED REPRESENTATIVE. FAILURE TO OBTAIN ADVANCE APPROVAL
BEFORE STARTING THE WORK MAY RESULT IN NON-PAYMENT OR DELAYS IN PROCESSING PAYMENT.
EMERGENCY REPAIRS MAY BE MADE WITHOUT AUTHORIZATION WHEN IMMEDIATE REPAIRS ARE NECESSARY
TO PROTECT THE HEALTH, SAFETY, OR WELFARE OF THE PUBLIC, OR IMMEDIATE REPAIRS ARE NEEDED TO
PREVENT ADDITIONAL PROPERTY DAMAGE. IN THESE SITUATIONS, MAKE IMMEDIATE REPAIRS AS NEEDED
TO PROTECT THE PUBLIC OR STABILIZE THE SITUATION AND IMMEDIATELY NOTIFY THE OWNER'S
REPRESENTATIVE. ADDITIONAL PAYMENT FOR THE WORK WILL BE NEGOTIATED WITH THE CONTRACTOR BY
THE OWNER'S AUTHORIZED REPRESENTATIVE.UNLESS OTHERWISE NOTED, REQUESTS FOR WORK THAT
QUALIFIES FOR AN ADDITIONAL PAYMENT MUST BE MADE WITHIN TWO WEEKS OF THE TIME WHEN THE NEED
FOR THE WORK BECOMES APPARENT. FAILURE TO NOTIFY THE OWNER OF THE NEED FOR THE WORK WITHIN
TWO WEEKS OF THE NEED FOR THE WORK BECOMING APPARENT WILL RESULT IN THE REQUIREMENT THAT
THE WORK BE COMPLETED AT THE CONTRACTOR'S EXPENSE. FOR EXAMPLE IF THE OWNER'S AUTHORIZED
REPRESENTATIVE NOTES DAMAGE (INCLUDING MISSING OR DEAD PLANTS) TO LANDSCAPE FEATURES AND
THE CONTRACTOR DOES NOT SUBMIT A REQUEST FOR EXTRA WORK WITHIN TWO WEEKS OF THE DAMAGE
OCCURRING, THEN THE DAMAGE SHALL BE CORRECTED COMPLETELY AT THE CONTRACTOR'S EXPENSE.
THE PURPOSE OF THIS REQUIREMENT IS TO ENCOURAGE THE CONTRACTOR TO CHECK FOR PROBLEMS
WEEKLY AND PROMPTLY REPORT THEM SO THEY CAN BE CORRECTED.

EXISTING CONDITIONS, EXAMINATION OF SITE:

WITHIN TWO WEEKS OF THE STARTING DATE FOR WORK UNDER THIS CONTRACT, THE CONTRACTOR SHALL
MAKE A THOROUGH EXAMINATION OF THE CURRENT CONDITIONS AT THE SITE. AS PART OF THIS
EXAMINATION, THE CONTRACTOR SHALL CREATE AN INVENTORY LIST OF THE NAME AND QUANTITY OF EACH
PLANT IN EACH PLANTER AND CONFIRM THAT THE EXISTING QUANTITIES IN EACH PLANTER MEET OR
EXCEED THOSE SHOWN ON ANY PREVIOUS PLANT INVENTORIES. THE CONTRACTOR SHALL MAKE A LIST OF
ALL LANDSCAPE ITEMS AT THE SITE THAT HE/SHE BELIEVES ARE BROKEN, MISSING, NOT HEALTHY, OR
OTHERWISE ARE NOT IN COMPLIANCE WITH THESE SPECIFICATIONS. A COPY OF THIS LIST, ALONG WITH AN
ADDITIONAL ITEMIZED QUOTE FOR CORRECTING EACH ITEM, SHALL BE GIVEN TO THE OWNER'S AUTHORIZED
REPRESENTATIVE. UPON CONFIRMATION OF EACH ITEM, THE OWNER'S AUTHORIZED REPRESENTATIVE WILL
EITHER GIVE THE CONTRACTOR WRITTEN AUTHORIZATION TO MAKE THE CORRECTION, OR A WRITTEN
RELEASE FROM RESPONSIBILITY FOR THE ITEM.

BY THE ACT OF SUBMITTING A BID ON THIS WORK, THE CONTRACTOR SHALL BE CONSIDERED TO HAVE
EXAMINED BOTH THE LANDSCAPE AND THESE SPECIFICATIONS, AND TO HAVE THOROUGHLY FAMILIARIZED
HIMSELF/HERSELF WITH THE SCOPE OF THE REQUIRED WORK.

LOSS PREVENTION: THE OWNER MAY TAKE ANY REASONABLE ACTION NECESSARY TO CONTROL DAMAGE
OR PROTECT THE HEALTH, SAFETY, AND WELFARE OF THE PUBLIC IN THE EVENT OF PROBLEMS INVOLVING
THE LANDSCAPE. SUCH ACTION ON THE PART OF THE OWNER SHALL NOT RELIEVE THE CONTRACTOR OF
ANY RESPONSIBILITIES RELATED TO THE PROBLEM.

SAFETY:

NO PART OF THIS WORK SHALL BE PERFORMED OR INSTALLED IN ANY LOCATION OR MANNER WHICH MAY
ENDANGER THE HEALTH, SAFETY, OR WELFARE OF THE PUBLIC NOW OR IN THE FUTURE. MEANS, METHODS,
TECHNIQUES, SEQUENCING, ETC. ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

THE CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR
HIS/HER WORK, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; AND THAT THE CONTRACTOR SHALL
DEFEND, INDEMNIFY, AND HOLD THE OWNER AND TENANTS HARMLESS FROM ANY AND ALL LIABILITY, REAL
OR ALLEGED, IN CONNECTION WITH THE CONTRACTOR'S PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR TENANTS.

LAWS, CODES, AND ORDINANCES:

ANY REQUIREMENT OF THIS SPECIFICATION WHICH CONFLICTS WITH OR IS IN VIOLATION OF ANY
GOVERNMENT RULE, ORDINANCE, REGULATION, ETC. SHALL BE VOID. THE CONTRACTOR SHALL NOTIFY THE
OWNER IMMEDIATELY OF ANY SUCH REQUIREMENT FOUND IN THIS SPECIFICATION.

THE CONTRACTOR SHALL, THROUGHOUT THE COURSE OF THIS WORK, COMPLY WITH ALL RULES,
ORDINANCES, REGULATIONS, ETC. SET FORTH BY AGENCIES HAVING JURISDICTION, WHICH APPLY TO THE
WORK SITE, THE CONTRACTOR, AND/OR HIS/HER EMPLOYEES.

Il. SCOPE OF WORK

THE CONTRACTOR SHALL PROVIDE REGULAR, WEEKLY MAINTENANCE SERVICES AS OUTLINED IN THESE
LANDSCAPE MAINTENANCE SPECIFICATIONS AND THE WEEKLY AND MONTHLY CHECKLISTS FOR THIS PROJECT
SITE.

THE CONTRACTOR SHALL EXAMINE THE LANDSCAPE, INCLUDING IRRIGATION, ON A WEEKLY BASIS, LOOKING
FOR PROBLEMS OR POTENTIAL PROBLEMS WITH THE LANDSCAPE.

THE CONTRACTOR SHALL PROVIDE AT HIS/HER OWN RISK ALL LABOR, MATERIALS, TOOLS, EQUIPMENT,
INSURANCE, TRANSPORTATION, HAULING, DUMPING, AND ALL OTHER ITEMS NEEDED TO PROVIDE THE
SERVICES OUTLINED IN THIS SPECIFICATION.

THE CONTRACTOR SHALL MAKE MINOR REPLACEMENTS AND REPAIRS TO THE LANDSCAPE FACILITIES AS PART
OF THE REQUIRED WEEKLY MAINTENANCE WORK. MAJOR ITEMS NEEDING REPLACEMENT OR REPAIR SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE WITHIN ONE WEEK OF OCCURRENCE. A MINOR ITEM WOULD BE
SOMETHING THAT TAKES LESS THAN 15 MINUTES TO REPAIR BY SKILLED WORKMEN, USING MINIMAL
REPLACEMENT PARTS. SOME SPECIFIC GUIDELINES FOR DETERMINING IF AN ITEM IS MINOR OR MAJOR ARE
GIVEN IN THE SECTION PERTAINING TO EACH ITEM. THE CONTRACTOR SHALL BE AVAILABLE TO PERFORM
ADDITIONAL WORK RELATED TO THE LANDSCAPE MAINTENANCE AS MAY BE AUTHORIZED IN WRITING BY THE
OWNER. SUCH WORK SHALL BE NON-MINOR ITEMS RELATING TO LANDSCAPE CARE, WHICH ARE NOT A PART
OF THE NORMAL MAINTENANCE WORK AS OUTLINED IN THIS SPECIFICATION.

ANY FACILITIES OR PROPERTY DAMAGED OR DESTROYED AS A RESULT OF THE LANDSCAPE MAINTENANCE
CONTRACTOR'S OPERATIONS AT THE SITE SHALL BE REPAIRED OR REPLACED AT THE LANDSCAPE
MAINTENANCE CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL TAKE ALL REASONABLE PRECAUTIONS REQUIRED TO PROTECT PLANTS FROM
ABNORMAL TEMPERATURES.

[ll. CHECKLISTS

THE WEEKLY LANDSCAPE MAINTENANCE CHECKLIST IS MADE A PART OF THIS SPECIFICATION AS IF REPEATED
IN FULL HERE. THE CONTRACTOR SHALL REVIEW THIS CHECKLIST WEEKLY AND COMPLETE ALL APPLICABLE
ITEMS ON THE LIST WEEKLY.

THE MONTHLY MAINTENANCE CHECKLIST IS MADE A PART OF THIS SPECIFICATION AS IF REPEATED IN FULL
HERE. THE CONTRACTOR SHALL REVIEW THIS CHECKLIST MONTHLY AND COMPLETE ALL THE APPLICABLE
ITEMS LISTED FOR THE CURRENT MONTH PRIOR TO THE END OF THE MONTH.

IV. CARE OF PLANTED AREAS

TREES:

TREES SHALL BE MAINTAINED IN A HEALTHY, VIGOROUS GROWING CONDITION, FREE FROM DISEASE AND
LARGE CONCENTRATIONS OF PESTS.

PRUNE TREES ONLY TO REMOVE DEAD, DISEASED, BROKEN, DANGEROUS, OR CROSSING BRANCHES, AND AS
REQUIRED BELOW. PRUNING OF THIS TYPE IS A MINOR, NON-REIMBUSEABLE, COST TO BE INCLUDED AS PART
OF THE REGULAR MAINTENANCE.

PRUNE TREES ONLY IN APPROPRIATE MONTHS AS DETERMINED BY AN ARBORIST. PRUNE IN ACCORDANCE
WITH GENERALLY ACCEPTED STANDARDS FOR PROPER PRUNING.

DISCARD ALL TREE TRIMMINGS OFF-SITE USING A LEGAL METHOD.

ANY TREE FOUND TO BE DEAD OR MISSING SHALL BE REPLACED WITH PLANT MATERIAL OF IDENTICAL SPECIES
AT THE LANDSCAPE MAINTENANCE CONTRACTOR'S EXPENSE, UNLESS THE LOSS WAS DUE TO EXCLUDED
DAMAGE. IF THE LOSS RESULTED FROM EXCLUDED DAMAGE, REPLACEMENT WILL BE PAID FOR AS ADDITIONAL
WORK. SUBMIT A QUOTE FOR REPLACEMENT WITHIN TWO WEEKS OF THE LOSS AS OUTLINED IN THE GENERAL
REQUIREMENTS SECTION OF THESE SPECIFICATIONS. REPLACEMENT TREES SHALL EQUAL IN SIZE TO THE
ORIGINALLY INSTALLED TREE AT THE TIME IT WAS PLANTED AT THE SITE. IN NO CASE SHALL REPLACEMENT
TREES BE LESS THAN #24 BOX SIZE AS DEFINED BY THE AMERICAN NURSERY ASSOCIATION. EXAMPLE: IF THE
TREE WAS A #36 BOX SIZE WHEN ORIGINALLY PLANTED THE REPLACEMENT SHALL BE A #36 BOX SIZE.
REPLACEMENT TREES SHALL BE APPROVED FOR SIZE AND APPEARANCE BY THE OWNER'S AUTHORIZED
REPRESENTATIVE PRIOR TO PLANTING. REPLACEMENT TREES SHALL BE DOUBLE STAKED WITH 2 INCHES (5
CM) DIAMETER STAKES UNLESS OTHERWISE APPROVED BY THE OWNER'S AUTHORIZED REPRESENTATIVE.
PLACE 6 SLOW-RELEASE FERTILIZER TABLETS IN BACKFILL MATERIAL, EVENLY SPACED AROUND ROOTBALL,
BUT NOT TOUCHING THE ROOTBALL.

REMOVE TREE STAKES FROM TREES WHEN THE TRUNKS ARE LARGER THAN 2 INCHES (5 CM) CALIPER AND THE
TREES ARE ABLE TO SUPPORT THEMSELVES. REMOVE STAKES FROM SITE AND DISPOSE OF BY A LEGAL
METHOD. RECYCLE USED STAKES IF POSSIBLE.

ONCE A YEAR, PRUNE ALL TREES TO ENCOURAGE A HIGH-BRANCHING STRUCTURE. REMOVE ALL
NON-STRUCTURAL BRANCHES BETWEEN THE GROUND AND A POINT HALF THE TREE'S TOTAL HEIGHT (FOR
VERY TALL TREES DON'T REMOVE BRANCHES HIGHER THAN 20' [6 M] ABOVE THE GROUND). EXCEPTION TO THE
ABOVE: TREES PLANTED FOR SCREENING PURPOSES, SUCH AS THOSE AT REAR PERIMETERS OF MANY SITES
SHALL NOT BE PRUNED EXCEPT AS NEEDED TO REMOVE DEAD, DISEASED, BROKEN, DANGEROUS, OR
CROSSING BRANCHES. SOME MUNICIPALITIES PROHIBIT PRUNING TREES WITHOUT A PERMIT. CHECK WITH
LOCAL AUTHORITIES PRIOR TO PRUNING. THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING IF PERMITS
ARE NEEDED AND SHALL OBTAIN AND PAY FOR ANY REQUIRED PERMITS AS PART OF THE BASIC LANDSCAPE
MAINTENANCE FEE.

THE CUTTING BLADES ON PRUNING SHEARS, CLIPPERS, BLADES, SAWS, ETC. SHALL BE STERILIZED AFTER
PRUNING EACH TREE TO MINIMIZE THE POSSIBILITY OF SPREADING DISEASE. WHEN PRUNING TREES KNOWN
OR SUSPECTED TO BE DISEASED, CUTTING BLADES SHALL BE STERILIZED AFTER EACH CUT. STERILIZE BLADES
BY DIPPING THEM IN A SOLUTION OF 1 PART BLEACH AND 9 PARTS WATER OR HEAVILY SPRAY THEM WITH A
DISINFECTANT SPRAY, SUCH AS LYSOL. AFTER DIPPING OR SPRAYING, WAIT 20 SECONDS BEFORE USING
AGAIN.

A VERTICAL CLEARANCE OF 114 INCHES IS REQUIRED ABOVE ALL PARKING SPACES. A VERTICAL CLEARANCE
OF 80 INCHES IS REQUIRED ABOVE ALL WALKWAYS. TRIM TREES TO REMOVE ALL LIMBS WITHIN THESE AREAS.
SHRUBS AND VINES:

SHRUBS AND VINES SHALL BE KEPT IN A HEALTHY, VIGOROUS CONDITION, FREE FROM DISEASE AND LARGE
CONCENTRATIONS OF PESTS.

SHRUBS SHALL BE PRUNED WEEKLY ONLY AS NEEDED TO REMOVE BRANCHES THAT ARE DEAD, BROKEN,
EXTENDING BEYOND THE FACE OF CURBS OR SIDEWALKS, OR ARE CLIMBING BUILDING WALLS (UNLESS THEY
ARE INTENDED TO CLIMB THE WALL, SUCH AS CLIMBING VINES). FORMAL HEDGES AND TOPIARY SHALL BE
REGULARLY PRUNED TO MAINTAIN A UNIFORM HEIGHT AND WIDTH. EXCEPT AS NOTED PREVIOUSLY, ALLOW
THE SHRUBS TO GROW UNPRUNED TO THEIR NATURAL SIZES!

SHRUBS UNIFORMLY PLANTED IN ROWS, WHERE IT IS CLEAR THE ENTENT WAS TO CREATE A HEDGE, SHALL BE
PRUNED SO AS TO ENCOURAGE A HEDGE. SHRUBS IN HEDGES SHALL BE ENCOURAGED THROUGH PRUNIG TO
FORM A DENSE, CONTINUOUS, HEDGE, BRANCHING FULLY TO THE GROUND. ALL OTHER SHRUBS SHALL BE
PRUNED ONLY AS REQUIRED FOR SAFETY, VISABILITY, AND PLANT HEALTH, AND ALLOWED TO DEVELOP INTO
THE NATURAL SHAPES EXPECTED OF THE PLANT VARIETY. DO NOT SHEAR SHRUBS INTO TOPIARY (SHAPES)
UNLESS SPECIFICALLY INSTRUCTED TO DO SO IN WRITING BY THE OWNER'S AUTHORIZED REPRESENTATIVE.
ALLOW SHRUBS THREE (3) MONTHS TO REJUVENATE FOLLOWING A HARD FROST PRIOR TO PRUNING OR
REPLACING.

ANY SHRUB FOUND TO BE DEAD OR MISSING SHALL BE REPLACED WITH PLANT MATERIAL OF IDENTICAL
SPECIES AT THE LANDSCAPE MAINTENANCE CONTRACTOR'S EXPENSE, UNLESS THE LOSS WAS DUE TO
EXCLUDED DAMAGE. IF THE LOSS RESULTED FROM EXCLUDED DAMAGE, REPLACEMENT WILL BE PAID FOR AS
ADDITIONAL WORK. SUBMIT A QUOTE FOR REPLACEMENT WITHIN TWO WEEKS OF THE LOSS AS OUTLINED IN
THE GENERAL REQUIREMENTS SECTION OF THESE SPECIFICATIONS. REPLACEMENT SHRUBS SHALL BE #5 SIZE
AS DEFINED BY THE AMERICAN NURSERY ASSOCIATION.

REPLACEMENT SHRUBS SHALL BE AT LEAST 18 INCHES (45 CM) IN HEIGHT WHEN PLANTED, UNLESS
OTHERWISE APPROVED BY THE OWNER'S AUTHORIZED REPRESENTATIVE. PLACE 2 SLOW-RELEASE FERTILIZER
TABLETS IN BACKFILL MATERIAL, 6 INCHES (15 CM) DEEP ON OPPOSITE SIDES OF THE ROOTBALL, BUT NOT
TOUCHING THE ROOTBALL.

THE CUTTING BLADES ON PRUNING SHEARS, CLIPPERS, BLADES, SAWS, ETC. SHALL BE STERILIZED BETWEEN EVERY
THREE SHRUBS TO MINIMIZE THE POSSIBILITY OF SPREADING DISEASE. WHEN PRUNING SHRUBS KNOWN OR
SUSPECTED TO BE DISEASED, THE CUTTING BLADES SHALL BE STERILIZED AFTER EACH CUT. STERILIZE BLADES BY
DIPPING THEM IN A SOLUTION OF 1 PART BLEACH AND 9 PARTS WATER OR HEAVILY SPRAY THEM WITH A
DISINFECTANT SPRAY, SUCH AS LYSOL. AFTER DIPPING OR SPRAYING, WAIT 20 SECONDS BEFORE USING AGAIN.
GROUNDCOVER:

GROUNDCOVER SHALL BE MAINTAINED IN A HEALTHY, VIGOROUS GROWING CONDITION.

ANY GROUNDCOVER FOUND TO BE DEAD OR MISSING SHALL BE REPLACED WITH PLANT MATERIAL OF IDENTICAL
SPECIES AT THE LANDSCAPE MAINTENANCE CONTRACTOR'S EXPENSE, UNLESS THE LOSS WAS DUE TO EXCLUDED
DAMAGE. IF THE LOSS RESULTED FROM EXCLUDED DAMAGE, REPLACEMENT WILL BE PAID FOR AS ADDITIONAL WORK.
SUBMIT A QUOTE FOR REPLACEMENT WITHIN TWO WEEKS OF THE LOSS AS OUTLINED IN THE GENERAL
REQUIREMENTS SECTION OF THESE SPECIFICATIONS. REPLACEMENT GROUNDCOVER SHALL BE PLANTED AT 8
INCHES (20 CM) SPACING FROM FLATS TO ENCOURAGE QUICK COVERAGE. PRIOR TO PLANTING REPLACEMENT
GROUNDCOVER, THE SOIL SHALL BE TILLED TO A DEPTH OF 6 INCHES (15 CM) TO PREPARE IT FOR THE NEW PLANTS.
KEEP GROUNDCOVER TRIMMED BACK FROM SIDEWALKS, CURBS, AND PAVED AREAS ON A WEEKLY BASIS. DO NOT
CREATE VERTICAL EDGES WHEN PRUNING GROUNDCOVER. CUT THE EDGES AT AN ANGLE /--\ FOR A MORE NATURAL
APPEARANCE AND HEALTHIER PLANTS.

IF REGULAR FOOT TRAFFIC THROUGH A PLANTER IS PREVENTING THE GROUNDCOVER FROM REACHING FULL
COVERAGE OF THE SOIL, CONTACT THE OWNER'S AUTHORIZED REPRESENTATIVE TO DISCUSS OPTIONS FOR
REDIRECTING THE FOOT TRAFFIC. CONSIDER INSTALLING PAVERS, STEPPING STONES, A CONCRETE WALK, A GRAVEL
PATH, AND/OR BARRIERS TO REDIRECT PEDESTRIANS. PROVIDE COSTS FOR THESE OPTIONS TO THE OWNER'S
AUTHORIZED REPRESENTATIVE.

FERTILIZER:

FOLIAR APPLIED FERTILIZER SHALL BE WATER SOLUBLE AND NON- BURNING. FORMULATION SHALL BE 15-30-15 OR
SIMILAR. APPLY AT MANUFACTURER'S MAXIMUM RECOMMENDED CONCENTRATION FOR PLANT TYPE. SATURATE THE
ENTIRE FOLIAGE OF EACH PLANT WITH FOLIAR SPRAY UNTIL IT RUNS OFF.

GRANULAR FERTILIZER SHALL BE 16-16-16 FORMULATION OR SIMILAR, APPLIED AT MAXIMUM LABEL RATE FOR PLANT
TYPE AN 90 DAY INTERVAL. WATER IMMEDIATELY AFTER APPLYING TO MOVE THE FERTILIZER INTO THE SOIL AND
WASH THE FERTILIZER OFF OF PLANT SURFACES.

WHEN APPLYING GRANULAR FERTILIZERS TO DRIP-IRRIGATED AREAS, THE FERTILIZER MUST BE WASHED IN BY HAND
OR RAINFALL BEFORE TURNING ON THE DRIP SYSTEM. RUNNING THE DRIP SYSTEM IMMEDIATELY AFTER APPLICATION
WILL PUSH THE FERTILIZER AWAY FROM THE EMITTERS, RESULTING IN A HIGH CONCENTRATION OF FERTILIZER AT
THE EDGE OF THE WETTED ZONE. THIS HIGHLY-CONCENTRATED FERTILIZER CAN KILL OR DAMAGE PLANTS. IT IS
RECOMMENDED THAT GRANULAR FERTILIZERS BE APPLIED TO DRIP-IRRIGATED AREAS ONLY IN EARLY SPRING, JUST
PRIOR TO A MODERATE RAINFALL.

ITEMIZED RECEIPTS FOR FERTILIZER AND OTHER REQUIRED SOIL AMENDMENTS PURCHASE (OR FOR SERVICES OF A
FERTILIZER APPLICATION COMPANY) MUST BE SUBMITTED TO THE OWNER'S AUTHORIZED REPRESENTATIVE AS
PROOF OF APPLICATION. THE CONTRACTOR SHALL SUBMIT THE RECEIPTS TOGETHER WITH THE NEXT REGULAR
BILLING. FAILURE TO SUBMIT RECEIPTS MAY RESULT IN PAYMENT DELAYS OR PARTIAL PAYMENT. RECEIPTS MUST
SHOW THE NAME AND PHONE NUMBER OF THE SELLER AND THE DATE OF SALE. RECEIPTS MUST ALSO BE ITEMIZED,
SHOWING THE TOTAL QUANTITY AND DESCRIPTION OF EACH ITEM. PRICES AND UNRELATED PURCHASES MAY BE
BLACKED OUT.

WEED CONTROL:

WEEDS IN PLANTED AREAS, SIDEWALKS, CURBS, GUTTERS, OR PAVEMENT SHALL BE REMOVED OR KILLED WEEKLY
AS THE WEEDS EMERGE. WEEDS SHALL BE REMOVED (NOT JUST KILLED) IF THEY ARE LARGER THAN 2 INCHES (5 CM)
IN HEIGHT OR DIAMETER. DISPOSE OF WEEDS OFF-SITE. PRE AND POST-EMERGENT HERBICIDES MAY BE USED AT
THE CONTRACTOR'S OPTION. NO ADDITIONAL PAYMENTS WILL BE MADE FOR HERBICIDE APPLICATIONS. THE COST OF
ALL WEED CONTROL WORK SHALL BE INCLUDED IN THE CONTRACT PRICE FOR LANDSCAPE MAINTENANCE. REGULAR
MAINTENANCE OF THE MULCH OR DECORATIVE ROCK LAYER WILL HELP MINIMIZE WEEDS IN SHRUB AND
GROUNDCOVER AREAS.

MULCH AND/OR ROCK LAYER:

SOIL MULCH AND/OR ROCK LAYER SHALL BE CARED FOR AS NEEDED TO CREATE AND MAINTAIN AN EVEN AND
UNIFORM APPEARANCE OVER THE VISIBLE SOIL SURFACE OF EACH PLANTER AREA.

THE CONTRACTOR SHALL ADD ADDITIONAL MULCH AND/OR DECORATIVE ROCK REGULARLY TO MAINTAIN A LAYER NO
LESS THAN 2 INCHES (5 CM) DEEP AT ALL TIMES IN SHRUB PLANTERS. DECOMPOSITION OF ORGANIC MULCH IS
CONSIDERED NORMAL WEAR AND TEAR AND REPLACEMENT OF DECOMPOSED MULCH SHALL BE MADE BY THE
CONTRACTOR AS PART OF THIS CONTRACT. MULCH AND/OR DECORATIVE ROCK IS NOT REQUIRED IN AREAS WHERE
PLANT FOLIAGE COMPLETELY COVERS THE SOIL SURFACE, SUCH THAT THE SOIL IS NOT VISIBLE THROUGH THE
FOLIAGE. NOTE: ONLY 2 INCHES (5 CM) OF MULCH IS REQUIRED, HOWEVER MAINTAINING A DEEPER LAYER OF MULCH
AND/OR DECORATIVE ROCK GREATLY REDUCES THE LABOR AND CHEMICALS NEEDED TO CONTROL WEEDS,
REDUCES WATER USE, AND HELPS THE PLANTS STAY HEALTHY.

REPLACEMENT OF LARGE AMOUNTS OF MULCH AND/OR DECORATIVE ROCK (OVER ONE CUBIC YARD OR 0.75 CUBIC
METER) WHICH HAS BEEN STOLEN, VANDALIZED, OR WASHED AWAY BY A SINGLE STORM WILL BE PAID AS
ADDITIONAL WORK. SUBMIT A QUOTE FOR THE WORK AS NOTED IN THE GENERAL REQUIREMENTS SECTION OF THESE
SPECIFICATIONS.

ANY MULCH OR DECORATIVE ROCK FOUND OUTSIDE PLANTER AREAS SHALL BE RETURNED TO THE PLANTER ON A
WEEKLY BASIS.

MULCH AND/OR DECORATIVE ROCK SHALL BE UNIFORM IN COLOR AND APPEARANCE, AND FREE OF LEAVES, STICKS,
OR TRASH. MULCH MAY BE CHIPPED OR SHREDDED WOQOD, BARK, OR DECORATIVE ROCK. WHEN REPLACING
EXISTING MULCH, USE A MULCH PRODUCT THAT IS SIMILAR IN APPEARANCE TO THAT ALREADY AT THE SITE.

IN AREAS OF THE SITE WHERE WOOD-BASED MULCH FREQUENTLY WASHES AWAY, SUBMIT A QUOTE FOR
REPLACEMENT OF THE ORGANIC MULCH WITH DECORATIVE ROCK HAVING A SIMILAR COLOR.

REPLACEMENT ROCK SHALL BE SAME SIZE AND COLOR AS EXISTING DECORATIVE ROCK ON SITE. IN THE EVENT NO
ROCK IS EXISTING, THE DECORATIVE ROCK USED SHALL HAVE A MAXIMUM DIAMETER OF 3/4 INCH (2 CM) AND A
MINIMUM DIAMETER OF 3/8 INCH (1 CM).

V. IRRIGATION

WATER APPLICATION & SCHEDULING:

HAND WATER AS NEEDED TO SUPPLEMENT NATURAL RAINFALL AND MAINTAIN PLANTINGS IN A HEALTHY,
STRESS-FREE CONDITION. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE SURE THAT PLANTS RECEIVE
ADEQUATE WATER REGARDLESS OF WEATHER CONDITIONS.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CONSERVE WATER AND ASSURE THAT ALL WATERING RULES
AND REGULATIONS ARE FOLLOWED. ANY PENALTIES, FINES, OR CITATIONS FOR WATERING ORDINANCE VIOLATIONS
SHALL BE PAID BY THE CONTRACTOR.

IRRIGATION SHALL BE MADE BY THE USE OF THE PERMANENT IRRIGATION SYSTEMS. HAND WATER AS NEEDED TO
SUPPLEMENT THE PERMANENT SYSTEM. FAILURE OF THE IRRIGATION SYSTEM TO PROVIDE FULL AND PROPER
COVERAGE SHALL NOT RELIEVE THE LANDSCAPE MAINTENANCE CONTRACTOR OF THE RESPONSIBILITY TO PROVIDE
ADEQUATE IRRIGATION. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE SURE THAT THE IRRIGATION SYSTEM IS
MAINTAINED AND OPERATES PROPERLY.

THE CONTRACTOR IS RESPONSIBLE FOR THE COMPLETE OPERATION AND MAINTENANCE OF THE IRRIGATION
SYSTEMS, EXCEPT AS NOTED BELOW. THE CONTRACTOR SHALL EXAMINE THE IRRIGATION SYSTEM FOR DAMAGE OR
MALFUNCTION WEEKLY AND SHALL REPORT DAMAGE OR MALFUNCTION TO THE OWNER'S AUTHORIZED
REPRESENTATIVE IN WRITING. IF THE CONTRACTOR FAILS TO REPORT THE BROKEN OR MALFUNCTIONING IRRIGATION
SYSTEM COMPONENTS WITHIN TWO WEEKS OF THE BREAKAGE OR MALFUNCTION, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL DAMAGES RESULTING FROM THE BROKEN IRRIGATION SYSTEM COMPONENT.

ADJUST WATERING TIMES EACH WEEK. DO NOT OVERWATER PLANTINGS. USE MULTIPLE-START TIMES AND SHORT
RUN TIMES TO PREVENT RUN-OFF. DRIP SYSTEMS SHOULD BE LEFT ON FOR SUFFICIENT TIME TO ALLOW FOR
SATURATION OF THE ROOT ZONE. SHORTER RUNS WITH DRIP IRRIGATION DO NOT PROVIDE SUFFICIENT WATER
PENETRATION FOR HEALTHY ROOT DEVELOPMENT. AVOID MULTIPLE-START TIMES WITH DRIP SYSTEMS IF POSSIBLE.
DO NOT ALLOW RUN-OFF FROM ANY IRRIGATION.

WHEN BREAKDOWNS OR MALFUNCTIONS EXIST, THE CONTRACTOR SHALL HAND WATER, IF NECESSARY, TO MAINTAIN
ALL PLANT MATERIAL IN A HEALTHY CONDITION. IF THE IRRIGATION REPAIRS ARE MAJOR AND WILL BE BILLED AS
ADDITIONAL WORK (SEE ITEMS THAT QUALIFY FOR ADDITIONAL WORK PAYMENTS AS OUTLINED BELOW), THE LABOR
COSTS FOR HAND WATERING MAY ALSO BE SUBMITTED FOR PAYMENT AS NOTED IN THE GENERAL REQUIREMENTS
SECTION OF THESE SPECIFICATIONS. DO NOT WAIT FOR APPROVAL TO BEGIN HAND WATERING IF IT IS REQUIRED TO
SAVE THE PLANTINGS.
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LANDSCAPE MAINTENANCE SPECIFICATIONS CONT'D

IRRIGATION SYSTEM SCHEDULED MAINTENANCE:

EACH VALVE ZONE SHALL BE OBSERVED FOR SIGNS OF DAMAGE ON A WEEKLY BASIS DURING THE IRRIGATION SEASON.
THE LANDSCAPE MAINTENANCE CONTRACTOR SHALL MAINTAIN THE IRRIGATION SYSTEM, INCLUDING CLEANING OF FILTER
SCREENS YEARLY OR MORE OFTEN AS NEEDED, AND FLUSHING PIPES, AS PART OF THIS CONTRACT.

DRIP IRRIGATION SYSTEMS NEED PERIODIC FLUSHING TO REMOVE SEDIMENT. WHEN FLUSHING IS NECESSARY, IT SHALL BE
PERFORMED AS PART OF THIS CONTRACT. DRIP SYSTEMS SHALL BE FLUSHED AT LEAST ONCE A YEAR. OPEN ENDS OF DRIP
LINES AND RUN FOR AT LEAST 15 MINUTES AT FULL FLOW TO FLUSH. IT MAY BE NECESSARY TO INSTALL FLUSH OUTLETS IN
ORDER TO FLUSH THE DRIP SYSTEM.

RUN-OFF OF WATER FROM IRRIGATION SYSTEMS INTO OR ONTO STREETS, SIDEWALKS, STAIRS, OR GUTTERS IS NOT
PERMITTED. THE CONTRACTOR SHALL IMMEDIATELY SHUT DOWN THE IRRIGATION SYSTEM AND MAKE ADJUSTMENTS,
REPAIRS, OR REPLACEMENTS AS SOON AS POSSIBLE TO CORRECT THE SOURCE OF THE RUN-OFF.

IRRIGATION SYSTEM REPAIR:

THE LANDSCAPE MAINTENANCE CONTRACTOR SHALL REPLACE OR REPAIR, AT THE LANDSCAPE MAINTENANCE
CONTRACTOR'S EXPENSE, ANY IRRIGATION COMPONENTS DAMAGED, UNLESS DUE TO EXCLUDED DAMAGE. REPAIR SHALL
BE MADE WITHIN TWO WEEKS OF THE DAY THE DAMAGE OCCURRED. IF THE DAMAGE WAS DUE TO EXCLUDED DAMAGE, THE
IRRIGATION REPAIRS WILL BE PAID FOR AS ADDITIONAL WORK. THE CONTRACTOR SHALL MAKE NOTIFICATION OF NEEDED
REPAIRS WITHIN TWO WEEKS OF THE DAY THE DAMAGE OCCURRED AS NOTED IN THE GENERAL REQUIREMENTS SECTION
OF THESE SPECIFICATIONS. REGARDLESS OF THE CAUSE OF DAMAGE, THE CONTRACTOR SHALL TAKE IMMEDIATE ACTION
TO PREVENT FURTHER DAMAGE BY SHUTTING OFF THE DAMAGED PART OF THE IRRIGATION SYSTEM AND COMMENCING
WITH HAND WATERING AS NEEDED. AS SOON AS POSSIBLE AFTER RECEIVING WRITTEN AUTHORIZATION TO PROCEED, THE
CONTRACTOR SHALL MAKE REPAIRS. THE FOLLOWING ITEMS ARE CONSIDERED TO BE MINOR REPAIRS: DAMAGED OR
CLOGGED SPRINKLER NOZZLES, ADJUSTMENT OF SPRINKLER PATTERNS OR ARCS, ADJUSTMENT OF SPRINKLER POSITION
(IE; RAISE, LOWER, OR STRAIGHTEN SPRINKLER HEAD), REPLACEMENT OF CLOGGED, BROKEN, OR MISSING BARBED-STYLE
DRIP EMITTERS, REPLACEMENT OR REPOSITIONING OF DRIP DISTRIBUTION TUBING SMALLER THAN 1/2 INCH OR 15 MM
DIAMETER. THESE MINOR REPAIR ITEMS SHALL BE CORRECTED BY CONTRACTOR AT CONTRACTOR'S EXPENSE.

ANY REPLACEMENT OF IRRIGATION SYSTEM COMPONENTS SHALL BE MADE WITH MATERIALS OF THE SAME MANUFACTURER
AND MODEL AS THE ORIGINAL EQUIPMENT. SUBSTITUTIONS OF MATERIALS OTHER THAN ORIGINAL EQUIPMENT WILL BE
APPROVED ONLY WHEN THE ORIGINAL EQUIPMENT HAS BEEN DISCONTINUED AND IS NO LONGER AVAILABLE FOR
PURCHASE AT ANY LOCATION. THE SUBSTITUTED EQUIPMENT MUST BE COMPLETELY COMPATIBLE WITH THE ORIGINAL AND
MUST BE APPROVED IN ADVANCE BY THE OWNER'S AUTHORIZED REPRESENTATIVE.

ALL REPAIRS TO THE SYSTEM SHALL BE IDENTICAL TO THE ORIGINAL INSTALLATION, UNLESS APPROVED OTHERWISE IN
ADVANCE BY THE OWNER'S AUTHORIZED REPRESENTATIVE. IF A CHANGE TO THE INSTALLATION WILL RESULT IN LOWER
FUTURE MAINTENANCE COSTS, LESS FREQUENT BREAKAGE, OR AN INCREASE IN PUBLIC SAFETY, REQUEST
AUTHORIZATION TO MAKE THE CHANGE FROM THE OWNER'S AUTHORIZED REPRESENTATIVE.

FOR SAFETY, NEVER INSTALL SPRINKLERS ON RISERS ABOVE THE GROUND LEVEL, EVEN IF THE RISERS ARE FLEXIBLE.
ALWAYS USE SPRING-OPERATED, POP-UP STYLE, SPRINKLER HEADS. SPRINKLER HEADS ARE AVAILABLE WITH POP-UP
HEIGHTS UP TO 12 INCHES (30 CM) ABOVE GROUND LEVEL. IF THE EXISTING SPRINKLERS ARE MOUNTED ON ABOVE-GROUND
RISERS, THE REPLACEMENTS SHALL BE POP-UP TYPE SPRINKLERS. NO EXCEPTIONS, EVER!

IF ANY EXISTING SPRINKLERS AT THIS SITE ARE INSTALLED ON RISERS ABOVE THE GROUND LEVEL, SUBMIT A QUOTE FOR
ADDITIONAL WORK TO THE OWNER'S AUTHORIZED REPRESENTATIVE COVERING THE COST OF REMOVAL AND
REPLACEMENT OF THESE SPRINKLERS WITH NEW, SPRING-LOADED, POP-UP TYPE, SPRINKLERS. SUBMIT THE QUOTE WITHIN
TWO WEEKS OF BEING AWARDED THIS CONTRACT.

THE CONTRACTOR SHALL CHECK THE ENTIRE IRRIGATION SYSTEM WEEKLY FOR ITEMS SUCH AS DRY SPOTS AND MISSING
OR MALFUCTIONING IRRIGATION COMPONENTS. CHECK FOR LEAKING VALVES, WATER RUNNING ACROSS SIDEWALKS,
WATER STANDING IN PUDDLES, OR ANY OTHER CONDITION WHICH HAMPERS THE CORRECT OPERATION OF THE SYSTEM OR
THE PUBLIC SAFETY. THE CONTRACTOR SHALL CAREFULLY OBSERVE PLANT MATERIALS FOR SIGNS OF WILTING,
INDICATING A LACK OF WATER. PLANTS WHICH DIE DUE TO IRRIGATION FAILURE WILL BE CONSIDERED TO HAVE DIED DUE
TO THE CONTRACTOR'S NEGLIGENCE AND SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

PLASTIC SPRINKLER NOZZLES WITH BAD PATTERNS SHALL BE REPLACED WITH NEW NOZZLES OF THE SAME GALLONAGE
AND ARC AS PART OF THE REGULAR MAINTENANCE OF THE SPRINKLER SYSTEM. DO NOT ATTEMPT TO CLEAN PLASTIC
NOZZLES BY STICKING KNIFE BLADES OR WIRE INTO THE OPENINGS. THE PLASTIC WILL BE SCRATCHED AND THE PATTERN
WILL BE RUINED. BRASS NOZZLES MAY BE CAREFULLY CLEANED IF NEEDED.

VI. CLEAN UP AND LITTER REMOVAL

SWEEP OR BLOW-OFF ALL WALKS, CURBS, AND GUTTERS WEEKLY. SWEEPING OF PARKING LOTS IS NOT PART OF THIS
WORK UNLESS NOTED OTHERWISE IN CONTRACT.

DO NOT SWEEP OR BLOW TRASH, LEAVES, CLIPPINGS, OR LANDSCAPE DEBRIS INTO PLANTERS OR ONTO ADJACENT
PROPERTY. COLLECT ALL DEBRIS SWEPT OR BLOWN FROM LANDSCAPE AREAS AND REMOVE FROM THE SITE.

DO NOT USE BLOWERS PRIOR TO 7:00 A.M. OR AFTER 8:00 P.M. OR AT ANY OTHER HOURS RESTRICTED BY LAW. DO NOT USE
BLOWERS AROUND PARKED VEHICLES TO AVOID SCRATCHING VEHICLE PAINT WITH BLOWING SAND AND DEBRIS. BLOWERS
MAY NOT BE USED WHERE PROHIBITED BY LAW. A. ALL LITTER SHALL BE REMOVED FROM SIDEWALKS, GUTTERS, AND ALL
PLANTED AREAS EACH WEEK. IN NO CASE SHALL TRASH, LITTER, OR LEAVES BE BLOWN OR SWEPT ONTO THE PROPERTY
OF OTHERS. ALL TRASH, LITTER, LEAVES, ETC. SHALL BE COLLECTED, HAULED AWAY, AND DISPOSED OF LEGALLY.

IN ADDITION TO REMOVING ALL LITTER FROM SIDEWALKS, GUTTERS, AND PLANTED AREAS, THE CONTRACTOR SHALL
REMOVE AND DISPOSE OF ANY LARGE MISCELLANEOUS DEBRIS OR TRASH IN THE PARKING LOT. FOR THE PURPOSE OF THIS
CONTRACT, "LARGE" SHALL MEAN ITEMS THE SIZE OF A SMALL BEVERAGE CUP OR LARGER. THE INTENT OF THIS
REQUIREMENT IS THAT THE CONTRACTOR'S WORKERS SHOULD TAKE SUFFICIENT PRIDE IN THE APPEARANCE OF THE SITE
THAT THEY WOULD PICK UP ANY SIGNIFICANT LITTER THEY COME ACROSS AT THE SITE. SWEEPING OF THE PARKING LOTS
IS NOT INCLUDED IN THE LANDSCAPE MAINTENANCE. ALL LITTER SHALL BE REMOVED FROM PLANTER AREAS AND
SIDEWALKS, REGARDLESS OF THE SIZE OF THE LITTER.

VII. CHEMICALS, HERBICIDES, PESTICIDES

ALL CHEMICALS SHALL BE USED IN ACCORDANCE WITH LABEL DIRECTIONS AND THE MANUFACTURER'S RECOMMENDED
HANDLING METHODS. ALL CHEMICALS SHALL BE HANDLED IN ACCORDANCE WITH ALL APPLICABLE REGULATIONS.
REGISTERED CHEMICALS SHALL BE USED ONLY ON THE ADVISE OF A QUALIFIED, LICENSED IF REQUIRED, PEST CONTROL
ADVISOR. NOTHING IN THIS SPECIFICATION SHALL BE CONSTRUED TO BE THE ADVICE OF, OR TO SUBSTITUTE FOR THE
ADVICE OF, A PEST CONTROL ADVISER.

PESTICIDES SHALL NOT BE APPLIED WITHIN ONE HOUR OF THE START OF OPERATING HOURS FOR BUSINESSES AT THE SITE.
IN THE EVENT THAT IT IS NOT POSSIBLE TO COMPLETE THE APPLICATION BY ONE HOUR PRIOR TO BUSINESS HOURS (IE; 24
HOUR OPERATIONS), APPLICATIONS SHALL BE MADE AT TIMES WHEN CUSTOMER PRESENCE IS MINIMAL. AREAS TO BE
TREATED SHALL BE BLOCKED OFF AND WARNING SIGNS POSTED.

THE LANDSCAPE MAINTENANCE CONTRACTOR SHALL TAKE PRECAUTIONS TO KEEP PERSONS AWAY FROM PESTICIDE AND
HERBICIDE-TREATED AREAS UNTIL THE APPLIED MATERIAL IS FULLY DRY AND THE TREATED AREA IS SAFE FOR ENTRY.
FOLLOW THE RECOMMENDATIONS OF THE PESTICIDE MANUFACTURER AND ALL APPLICABLE GOVERNMENTAL AND
INDUSTRY REGULATIONS.

VIIl. COMMUNICATIONS AND REPORTS

REGULAR COMMUNICATION BETWEEN THE CONTRACTOR AND THE OWNER'S AUTHORIZED REPRESENTATIVE IS
ENCOURAGED.

THE CONTRACTOR IS ENCOURAGED TO ASK QUESTIONS, RATHER THAN MAKE ASSUMPTIONS.

AS THE LANDSCAPE MATURES, SOME OF THE MAINTENANCE PROCEDURES WILL BE ELIMINATED AND OTHERS MAY HAVE TO
BE ADDED. FOR EXAMPLE, AS THE SHRUBS MATURE THEY WILL REQUIRE LESS FERTILIZER. REGULAR COMMUNICATION WILL
ELIMINATE MOST SURPRISES TO THE OWNER OF CHANGING MAINTENANCE COSTS, WHICH WILL VARY AS THE LANDSCAPE
GROWS. REMEMBER, ALL CHANGES TO THESE SPECIFICATIONS MUST BE APPROVED IN WRITING BY THE OWNER'S
AUTHORIZED REPRESENTATIVE.

THE CONTRACTOR SHALL PROVIDE THE OWNER'S AUTHORIZED REPRESENTATIVE WITH THE NAME AND PHONE NUMBER OF
THE CONTRACTOR'S REPRESENTATIVE FOR THIS SITE. THE CONTRACTOR'S REPRESENTATIVE SHALL BE A PERSON IN THE
EMPLOY OF THE CONTRACTOR WHO IS FAMILIAR WITH, AND REGULARLY UPDATED ON, ALL THE CONTRACTOR'S ACTIVITIES
AT THE SITE. THE CONTRACTOR'S REPRESENTATIVE SHALL PERSONALLY PERFORM REGULAR REVIEWS OF THE
CONTRACTOR'S WORK AT THE SITE.

THE CONTRACTOR SHALL TURN IN A COPY OF THE WEEKLY MAINTENANCE CHECKLIST TO THE OWNER'S AUTHORIZED
REPRESENTATIVE EACH WEEK. THE CHECKLIST COPY SHALL HAVE A CHECK MARK BY ALL ITEMS COMPLETED AT THE SITE
DURING THE WEEK BY THE CONTRACTOR. ANY ITEMS COMPLETED THAT ARE NOT ON THE CHECKLIST SHALL BE NOTED ON
THE BACK OF THE CHECKLIST. THE CHECKLIST SHALL BE DATED AND CONTAIN THE NAME AND SIGNATURE OF THE
CONTRACTOR'S REPRESENTATIVE FOR THE WORK AT THIS SITE. n

LANDSCAPE AND IRRIGATION SPECIFICATIONS:

A. GENERAL CONDITIONS

1. LOCAL, MUNICIPAL, AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING
TO THIS WORK SHALL BE INCORPORATED INTO AND MADE PART OF THESE SPECIFICATIONS, AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY CONTRACTOR.

2. CONTRACTOR SHALL VERIFY THE LOCATIONS OF EXISTING UTILITIES, STRUCTURES, AND SERVICES

BEFORE COMMENCING WORK. LOCATIONS OF UTILITIES, STRUCTURES, AND SERVICES SHOWN ON PLANS
ARE APPROXIMATE ONLY. DISCREPANCIES BETWEEN PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO OWNER, OR OWNER'S AUTHORIZED REPRESENTATIVE.

2.1  CONTRACTOR SHALL PROTECT EXISTING UTILITIES AND FEATURES TO REMAIN ON, AND
ADJACENT TO, PROJECT SITE DURING CONSTRUCTION. CONTRACTOR SHALL REPAIR, AT NO
ADDITIONAL COST TO OWNER, DAMAGE RESULTING FROM HIS OPERATIONS OR NEGLIGENCE.

2.2 CONTRACTOR SHALL NOTIFY DIG ALERT BEFORE START OF CONSTRUCTION IN PUBLIC RIGHT-OF-WAY
OR UTILITY EASEMENTS: 1-800-227-2600.

3. CONTRACTOR SHALL OBTAIN PERMITS REQUIRED TO PERFORM WORK INDICATED IN CONTRACT
DOCUMENTS BEFORE COMMENCING WORK.

4. CONTRACTOR SHALL PAY FOR PERMITS AND RELATED EXPENSES UNLESS OTHERWISE DIRECTED
BY OWNER'S AUTHORIZED REPRESENTATIVE.

B. IRRIGATION SPECIFICATIONS

l. IRRIGATION PLAN IS DIAGRAMMATIC. IRRIGATION EQUIPMENT SHALL BE LOCATED IN PLANTING
AREAS ONLY, UNLESS NOTED OTHERWISE. CONTRACTOR SHALL REFER TO IRRIGATION LEGEND
AND DETAILS FOR EQUIPMENT AND INSTALLATION.

2. CONTRACTOR SHALL KEEP THE PREMISES CLEAN AND FREE OF UNUSED EQUIPMENT,
MATERIALS, AND RUBBISH INCIDENTAL TO WORK OF THIS SECTION.

3. PVC MATERIALS:

3.1 PRESSURE MAINLINE SHALL BE SCHEDULE 40 (< 11/2 INCHES) OR CLASS 315 (2-3 INCHES).

3.2 NON-PRESSURE LATERALS SHALL BE CLASS 200 OR CLASS 315 (1/2 INCH).

3.3 RISERS AND NIPPLES SHALL BE PVC SCHEDULE 80.

3.4  PIPE FITTINGS SHALL BE PVC SCHEDULE 40.

3.5 SOLVENT CEMENT FOR PVC MAINLINE PRESSURE PIPE SHALL BE “WELD-ON” #711
GRAY GLUE WITH “P-70” PRIMER. LATERAL LINE PIPE SHALL BE JOINED BY SOLVENT CEMENT RECOMMENDED
BY PIPE MANUFACTURER.

4. CONTROL WIRE:

4.1 WIRE SHALL BE AWG, UF, UL-APPROVED DIRECT BURIAL TYPE. SPLICES AND WIRE
CONNECTIONS SHALL BE MADE WITH WATERPROOF CONNECTORS. EACH REMOTE CONTROL VALVE SHALL
HAVE A SEPARATE WIRE COLOR. WIRES SHALL BE INSTALLED WITH TWO (2) FEET OF EXCESS WIRE (COILED)
AT EACH CHANGE OF DIRECTION AND AT EACH VALVE. PROVIDE TWO SPARE WIRES TO END OF EACH
MAINLINE BRANCH.

4.2 CONTROL WIRE SHALL BE BUNDLED AND PLACED ADJACENT TO MAINLINE AT
BOTTOM OF TRENCH.
5. BACKFLOW PREVENTION DEVICES SHALL BE LOCATED AS INDICATED ON IRRIGATION PLAN.
INSTALLATION SHALL CONFORM TO LOCAL GOVERNING CODES AND REGULATIONS AND
MANUFACTURERS' SPECIFICATIONS.

6. CHECK VALVES AND ANTI-DRAIN VALVES SHALL BE USED WHERE INDICATED AND WHERE
NECESSARY TO PREVENT LOW HEAD DRAINAGE WHEN SYSTEM IS TURNED OFF.

7. PRESSURE MAINLINE PIPE SHALL BE EIGHTEEN (18) INCHES DEEP, AND LATERAL LINES SHALL BE
TWELVE (12) INCHES DEEP. TRENCH BACKFILL SHALL BE FREE OF MATERIAL THAT MAY DAMAGE IRRIGATION
PIPE OR EQUIPMENT. IF BACKFILL SETTLES, CONTRACTOR SHALL REPAIR FINISH GRADES AT NO ADDITIONAL
COST TO OWNER.

8. REMOTE CONTROL VALVES SHALL BE LOCATED WITHIN SHRUB OR LAWN AREAS AND INSTALLED
12 INCHES (MIN.) ABOVE HIGHEST SPRINKLER HEAD . BALL VALVES SHALL BE LOCATED IN
SEPARATE VALVE BOXES.

9. MAINLINE AND LATERAL LINES SHALL BE SLEEVED WITH PVC SCHEDULE 40 PIPE TWICE THE DIAMETER
OF SLEEVED LINE WHERE THEY PASS UNDER PAVED AREAS.

10.  AUTOMATIC CONTROLLER SHALL BE SIZE AND TYPE AS NOTED IN LEGEND, AND INSTALLED
WHERE INDICATED ON IRRIGATION PLAN. CONTROL WIRES SHALL BE SLEEVED IN ELECTRICAL
CONDUIT TO MAINLINE. CONTRACTOR SHALL BE RESPONSIBLE FOR 120 VOLT SERVICE TO
CONTROLLER FROM ELECTRICAL METER OR PANEL.

11.  PRIOR TO BACKFILLING IRRIGATION TRENCHES AND INSTALLING VALVES:

11.1 PRESSURE MAINLINE SHALL BE CAPPED AND PRESSURE TESTED AT 125 PSI FOR A PERIOD OF FOUR
HOURS. LEAKS SHALL BE CORRECTED BY REMOVING DEFECTIVE PIPE AND FITTINGS, AND INSTALLING NEW
MATERIALS.

11.2 CONTRACTOR SHALL NOT ALLOW NOR CAUSE WORK TO BE COVERED UNTIL IT HAS BEEN

REVIEWED AND ACCEPTED BY OWNER'S AUTHORIZED REPRESENTATIVE.

12. CONTRACTOR SHALL ADJUST SPRAY HEADS TO PROVIDE UNIFORM DISTRIBUTION OF WATER AND
AVOID SPRAYING BUILDINGS, WALKWAYS, WALLS, AND STREETS.

13. AT COMPLETION OF IRRIGATION INSTALLATION, CONTRACTOR AND OWNER'S AUTHORIZED

REPRESENTATIVE SHALL REVIEW IRRIGATION SYSTEM OPERATION FOR CONFORMANCE WITH
CONTRACT DOCUMENTS. CONTRACTOR SHALL PROVIDE MATERIALS AND LABOR REQUIRED TO
CORRECT OPERATIONAL DEFICIENCIES AT NO EXTRA COST TO OWNER.

14. CONTRACTOR SHALL FURNISH OWNER WITH COMPLETE RECORD DRAWINGS--1 REPRODUCIBLE
SET AND 2 BLUELINE SETS. INDICATE EXACT LOCATIONS OF INSTALLED EQUIPMENT ON RECORD
DRAWINGS. DELIVER RECORD DRAWINGS ON OR BEFORE FINAL REVIEW OF WORK.

15. REDUCED COLORED IRRIGATION PLANS INDICATING VALVE ZONES AND APPROPRIATE REMOTE
CONTROL VALVES SHALL BE LAMINATED IN PLASTIC (10 MIL) AND MOUNTED ON INSIDE COVER
OF IRRIGATION CONTROLLERS OR ENCLOSURE DOORS.

16. CONTRACTOR SHALL MAINTAIN IRRIGATION SYSTEM FOR NINETY (90) DAYS. CHECK IRRIGATION
SYSTEM AT LEAST TWICE EACH WEEK FOR PROPER OPERATION.

17.  CONTRACTOR SHALL GUARANTEE IRRIGATION SYSTEM TO BE FREE OF DEFECTS IN MATERIALS
AND WORKMANSHIP FOR ONE (1) YEAR FROM FINAL ACCEPTANCE BY OWNER.

C. PLANTING SPECIFICATIONS

1. PLANTING PLAN IS DIAGRAMMATIC. PLANT LOCATIONS INDICATED ARE APPROXIMATE.

2. CONTRACTOR SHALL BEGIN WEED ABATEMENT BY APPLYING “ROUND-UP” HERBICIDE, OR

APPROVED SUBSTITUTION, ACCORDING TO MANUFACTURER'S SPECIFICATIONS AT LEAST TEN (10) DAYS PRIOR
TO START OF PLANTING WORK. n

3. CONTRACTOR SHALL SUBMIT SOIL ANALYSIS REPORT FROM APPROVED LICENSED SOIL TESTING
LABORATORY TO OWNER BEFORE BEGINNING WORK.

4. PRIOR TO PLANTING, IRRIGATION SYSTEM SHALL BE FULLY OPERATIONAL AND PLANTING AREAS
SHALL BE THOROUGHLY WATERED (AVOID RUNOFF).

3. PLANTING AREAS WITH SLOPES LESS THAN 3:1 SHALL BE SCARIFIED TO A DEPTH OF SIX (6)
INCHES. THE FOLLOWING AMENDMENTS SHALL BE SPREAD EVENLY PER 1,000 SQUARE FEET AND
THOROUGHLY BLENDED INTO SOIL (QUANTITIES SUBJECT TO CHANGE PER SOIL ANALYSIS REPORT):
3 CUBIC YARDS NITROGEN FORTIFIED REDWOOD SHAVINGS
100 POUNDS AGRICULTURAL GYPSUM
10 POUNDS IRON SULFATE
25 POUNDS OF 16-6-8 SLOW RELEASE FERTILIZER

6. CONTAINER PLANTS SHALL RECEIVE 20 GRAM “AGRIFORM” (OR APPROVED SUBSTITUTION)
PLANT TABLETS AT MANUFACTURER'S RECOMMENDED RATE.

7. PLANTING BACKFILL SHALL BE IN ACCORDANCE WITH FOLLOWING RATES:
THREE PARTS BY VOLUME ROCK-FREE SITE SOIL
ONE PART BY VOLUME NITROGEN-FORTIFIED REDWOOD SHAVINGS
18 POUNDS “GRO-POWER PLUS” PER CUBIC YARD
1 POUND IRON SULFATE PER CUBIC YARD
2 POUNDS BONE MEAL (2-12-0) PER CUBIC YARD

8. PLANTING PITS SHALL BE THREE TIMES THE WIDTH OF NURSERY CONTAINERS 15 GALLONS AND

SMALLER IN SIZE. HOLES FOR BOXED TREES SHALL BE AT LEAST 12 INCHES WIDER THAN BOXES ON EACH

SIDE. DEPTH OF PLANTING PITS SHALL BE SLIGHTLY LESS THAN HEIGHT OF SOIL LEVEL IN CONTAINER. DO

NOT COVER TOPS OF ROOT BALLS (ROOT CROWNS) WITH SOIL.

9. PLANT MATERIAL SHALL NOT BE ROOT BOUND. FIVE GALLON PLANTS AND LARGER SHALL HAVE
BEEN GROWN IN CONTAINERS FOR MINIMUM OF SIX MONTHS AND MAXIMUM OF TWO YEARS.
PLANTS SHALL EXHIBIT HEALTHY GROWTH, GOOD FORM AND COLOR, AND BE FREE OF DEFECTS,
DISEASES, AND PESTS.

10.  TREE AND VINE STAKING:
10.1 DOUBLE STAKE TREES 15 GALLON AND 24 INCH BOX SIZE. FIVE GALLON TREES SHALL
BE SINGLE-STAKED. LARGER TREES SHALL BE STAKED OR GUYED AT DIRECTION OF
OWNER,OR OWNER'S REPRESENTATIVE.

10.2 REMOVE NURSERY STAKES ON VINES AND ATTACH TO ADJACENT WALLS OR FENCES
WITH EPOXY VINE TIES.
10.3 REMOVE NURSERY STAKES AND TIES FROM CONTAINER STOCK. DO NOT PRUNE SIDE

GROWTH AND LEADERS ON TREES.
11.  PLANTS SHALL NOT BE PLACED WITHIN TWELVE (12) INCHES OF SPRINKLER HEADS.

12.  SHRUB BEDS SHALL BE MULCHED, OR UNDER-PLANTED WITH GROUNDCOVER SHOWN BY
ADJACENT SYMBOL, TO WITHIN 12 INCHES OF MAIN PLANT STEM.

13.  MULCH:
13.1 SPREAD MULCH IN TREE AND SHRUB PLANTING AREAS TO A DEPTH OF 2 INCHES MINIMUM.
SHREDDED WOOD MULCH SHALL BE EARTHWISE “ECOMULCH,” OR EQUAL AVAILABLE FROM:
A.J. ECOLOGY INDUSTRIES, INC.
TEL:760-744-0942
13.2 PROVIDE TOPDRESSING OF COMPOSTED AND NITROLIZED ORGANIC AMENDMENT TO A
DEPTH OF 1-INCH MIN. IN GROUNDCOVER PLANTING AREAS LESS THAN 3:1 SLOPE.

14.  CONTRACTOR SHALL MAINTAIN SURFACE DRAINAGE AWAY FROM BUILDINGS IN ACCORDANCE
WITH UBC REQUIREMENTS. FINISHED GRADES SHALL BE SMOOTHED TO ELIMINATE
PUDDLES AND STANDING WATER.

15.  FINISHED GRADES IN AREAS TO RECEIVE MULCH SHALL BE TWO INCHES BELOW TOP OF
CURBS, MOW STRIPS, PAVING AND WALKWAY S--ONE INCH BELOW IN UNMULCHED AREAS.
[F SOD IS PLANTED ADJACENT TO IMPROVEMENTS, THEN SUBGRADE BEFORE LAYING SOD
SHALL BE 11/2 INCHES BELOW FINISHED SURFACES.

16.  CONTRACTOR SHALL LEAVE SITE IN CLEAN CONDITION, REMOVING UNUSED MATERIAL, TRASH,
EQUIPMENT AND TOOLS.

17. CONTRACTOR SHALL MAINTAIN LANDSCAPE FOR NINETY (90) DAYS AFTER COMPLETION OF
PLANTING, UNLESS OTHERWISE DIRECTED BY OWNER. PLANTING AREAS SHALL BE KEPT CLEAN,
WATERED, AND WEED-FREE.

18. AT COMPLETION OF WORK, CONTRACTOR SHALL ARRANGE WITH OWNER TO SCHEDULE FINAL
REVIEW OF WORK. WORK SHALL BE COMPLETED IN ACCORDANCE WITH CONTRACT
DOCUMENTS, AND ACCEPTED BY OWNER IN WRITING, TO PERMIT START OF MAINTENANCE
PERIOD. MAINTENANCE SHALL INCLUDE FOLLOWING WORK:

1.REGULAR WATERING OF PLANT MATERIAL.

2.WEEDING OF PLANTING AND GROUND COVER AREAS.

3.REPLACEMENT OF DEAD, DYING, AND DAMAGED PLANT MATERIAL.

4. FILLING AND REPLANTING OF LOW AREAS THAT MAY CAUSE STANDING WATER.

5.ADJUSTING OF SPRINKLER HEAD HEIGHTS AND WATERING PATTERNS.

6.FILLING AND RECOMPACTION OF ERODED AREAS.

7.WEEKLY REMOVAL OF TRASH, LITTER, CLIPPINGS, AND DEBRIS.

8.AT 45 DAYS AFTER PLANTING, AMMONIUM SULFATE (21-0-0) SHALL BE APPLIED TO
LAWN AREAS AT RATE OF 5 POUNDS PER 1,000 SQUARE FEET.

9.AT 85 DAYS AFTER PLANTING AND PRIOR TO END OF MAINTENANCE PERIOD,
COMPLETE FERTILIZER (16-6-8) SHALL BE APPLIED AT RATE OF 6 POUNDS PER 1,000
SQUARE FEET TO LAWN AREAS AND PLANTING AREAS.

18.  PRIOR TO END OF MAINTENANCE PERIOD, CONTRACTOR SHALL SCHEDULE FINAL REVIEW OF
WORK WITH OWNER. OWNER SHALL ACCEPT MAINTENANCE OF LANDSCAPED AREAS IN
WRITING PRIOR TO COMPLETION OF WORK.

19.  PLANT MATERIAL GUARANTEE:
19.1 SHRUBS AND GROUND COVERS SHALL BE GUARANTEED BY CONTRACTOR FOR GROWTH

AND HEALTH FOR SIXTY (60) DAYS AFTER COMPLETION OF MAINTENANCE PERIOD AND

FINAL ACCEPTANCE. TREES SHALL BE GUARANTEED BY CONTRACTOR TO LIVE AND GROW

IN AN ACCEPTABLE UPRIGHT POSITION FOR ONE (1) YEAR AFTER COMPLETION OF
MAINTENANCE PERIOD AND FINAL ACCEPTANCE.

19.2 CONTRACTOR, WITHIN FIFTEEN (15) DAYS OF WRITTEN NOTIFICATION BY OWNER,
SHALL REMOVE AND REPLACE GUARANTEED PLANT MATERIALS THAT FAIL TO MEET
REQUIREMENTS OF PLANT GUARANTEE. REPLACEMENTS SHALL BE MADE WITH PLANT
MATERIALS SPECIFIED ON ORIGINAL PLANS. REPLACEMENT PLANTS SHALL BE
GUARANTEED AS SPECIFIED FOR ORIGINAL PLANT GUARANTEE.
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