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CORNER STEEL 

DETAIL 

ELEVATION 

3'-4" 4'-10" 

SECTION 

w 
6'-4" 7'-10" 9'-4" 

D H L/2 STEEL CONC. STEEL CONC. STEEL CONC. STEEL CONC. STEEL CONC. 
(LBS) (CY) (LBS) (CY) (LBS) (CY) (LBS) (CY) {LBS) {CY) 

12" 2'-8" 2'-6" 50 0.79 60 0.98 - - - - - -

15" 2'-11" 3' 55 0.91 65 1.11 - - - - - -

18" 3'-2" 3'-6" 65 1.04 75 1.25 - - - - - -

21" 3'-5" 3'-9" 75 1.15 90 1.36 - - - - - -

24" 3'-8" 4'-3" 85 1.29 100 1.51 110 1.74 - - - -

27" 3'-11" 4'-9" 90 1.44 105 1.67 115 1.91 - - - -

30" 4'-2" 5' 95 1.55 110 1.80 120 2.05 135 2.29 - -

33" 4'-5" 5'-6" 105 1.71 120 1.97 135 2.23 150 2.48 - -

36" 4'-8" 6' 110 1.88 125 2.15 140 2.41 155 2.68 170 2.95 

39" 4'-11" 6'-3" - - 150 2.28 170 2.56 185 2.84 200 3.12 

42" 5'-2" 6'-9" - - 155 2.42 175 2.76 190 3.05 210 3.34 

45" 5'-5" 7'-3" - - - - 180 2.97 200 3.27 215 3.57 

48" 5'-8" 7'-6" - - - - 190 3.13 216 3.44 230 3.75 

51" 5'-11" 8' - - - - - - 220 3.67 235 3.99 

54" 6'-2" 8'-6" - - - - - - 235 3.91 250 4.24 

NOTES 
1. Concrete shall be 560-C-3250. 
2. All reinforcing steel shall be #4 bars. All vertical and horizontal tie 

bars shall have 18" maximum spacing. 
3. When multiple pipes are used, the distance between pipes shall be D/2 

(1' min). The dimension L/2 is from the center of the pipe to the 
end of the headwall as shown. 

4. Exposed comers shall be 3/4" chamfered. 
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