PROPOSED OR EXISTING CURB

EXISTING FLOW LINE (FL) ] AND GUTTER

ELEVATION OR ELEVATION
PER PLAN 4 o ENERGY DISSIPATION PAD
- 6” THICK, 3" TO 6" RIVER ROCK,

MORTAR IN PLACE
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PLAN VIEW

6” CURB & GUTTER PER STD. DWG.
6" THICK, 3" TO 6" RIVER ROCK,

MORTAR IN PLACE
(SEE NOTE 1)

TAPERED RELIEF
DEPRESS 1" AT CURB FACE

DAYLIGHT TO BOTTOM OF
BIORETENTION CELL & EXTEND A
MIN. OF 6" ALONG BOTTOM

CONSTRUCTION NOTE: L 1.6 !ﬁ

1. RIVER ROCK DISSIPATION PAD PROVIDED AS 1" MIN
STABILIZED ENTRANCE TO BIOFILTRATION SYSTEM.
ROCK SHALL BE PLACED IN IRREGULAR PATTERN
USING NON-UNIFORM SIZES TO PREVENT
PREFERENTIAL FLOW PATHS, INCREASE ENERGY
DISSIPATION, AND TO LIMIT THE SURFACE AREA OF
EXPOSED MORTAR.
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