RECONSTRUCT SIDEWALK
IF REQUIRED GRASSED LANDSCAPE STRIP OR

OTHER APPROVED LANDSCAPE COVER.
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CONSTRUCTION  NOTES: STRUCTURE FEATURE TABLE
1. UTIUZE CONCRETE TYPE, REINFORCING STEEL, AND CONSTRUCTION NOTES PER LOCATION COMMENTS

INV. OF CURB DROP AT GUTTER
TOP OF CURB

BEGIN 0.5% SLOPE

FINISHED GRADE OF SURFACE
END OF FLUME/0.5% SLOPE
BOTTOM OF FOOTING

STD DWG, EXCEPT AS MODIFIED.

2. COMPACT EXISTING SOILS WITH HAND HELD "JUMPING JACK” GASOLINE
POWERED COMPACTOR PRIOR TO PLACING FORMS AND POURING CONCRETE.

3. SAW CUT EXISTING SIDEWALK, CURB, AND GUTTER AS NEEDED FOR
CONSTRUCTION OF CURB-FACE INLET.

4. SLOPE OF INITIAL INLET DROP BASED ON ELEVATIONS A AND C, WHICH VARY
BASED ON SITE CONSTRAINTS AND REQUIRED CURB OPENING HEIGHT.
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