
STREET ELL 

#3 OR #4 REBAR-----O 
WPLASTIC REBAR 
END CAP 

PLAN 

.1-------24" MIN FROM WALLS,----------j 

NOTES: 

FENCES & BUILDINGS 

GEAR DRIVEN SHRUB ROTOR OR IMPACT HEAD 
(ADJUST HEAD PERPENDICULAR TO SLOPE) 

#3 OR #4 REBAR WITH PLASTIC REBAR 
END CAP 

1. FITIINGS SHALL BE PVC SCH 40. 

2. NIPPLES AND RISERS SHALL BE PVC SCH 80. 

SxSxT TEE 

STREET ELL 

THREADED ELL 

STAINLESS STEEL HOSE CLAMPS 
(2 PLACES) 

ANTI-DRAIN VALVE­
SEE NOTE #5 BELOW 

PVC RISER 

MIN 12" NIPPLE 

3. TEFLON TAPE SHALL BE USED ON THREADED 
CONNECTIONS. 

ELEVATION 

4. CLOSE NIPPLES SHALL NOT BE USED. 

5. ANTI-DRAIN VALVES SHALL BE INSTALLED UNDER 
OR IN ALL HEADS. LEGEND ON PLANS 

6. NO FIXED RISERS ALLOWED IN RIGHT-OF-WAY OR 
WITHIN 10' OF VEHICULAR OR PEDESTRIAN TRAFFIC. SHOW A NUMBER TO 

INDICATE HEAD TYPE 
--0 
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