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NOTES:

1. QUICK COUPLING VALVES SHALL BE SET FLUSH IN LAWN AND PER
MULCH DEPTH ABOVE FINISH GRADE IN SHRUB /GROUNDCOVER AREAS.

2. CLOSE NIPPLES SHALL NOT BE USED.

3. NIPPLES, COUPLINGS, AND ELBOWS SIZE SHALL BE 1" RED BRASS.

4. TEFLON TAPE SHALL BE USED ON THREADED CONNECTIONS. S EA P
5. UPON PROJECT ACCEPTANCE, THE CONTRACTOR SHALL PROVIDE TWO QCv @

SETS OF APPROPRIATE QUICK CUPLER VALVE KEY WITH 1" BRASS BALL
VALVE AND SWIVEL ADAPTER INCLUDED IN THE ASSEMBLY.

REVISION | BY | APPROVED DATE RECOMMENDED BY THE CITY OF SAN DIEGO

CITY OF SAN DIEGO - STANDARD DRAWING STANDARDS COMMITTEE

ORIGINAL* | RH [J. NAGELVOORT| ov12 M
i 1/31/2012

QUICK COUPLING VALVE DRAWING SDI-105

NUMBER




	SDI-105
	References
	title block, PW_WORKDIR:dms05656
	Title Block.dgn




