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1. Cover and frame to be cast integrally with pipe box. 
2. Monument base may be cast in place or precast. 

lYPICAL MONUMENT 
SECTION IN PAVED AREA 

3. Form and taper exposed upper 6" of cast-in-place base to a top 
diameter of 5". {Precast base shall be sand backfilled). 

4. Monument marker shall be a domed brass, 3" in diameter. 
5. Monument Location: 
a) Set on all centerline intersections unless actual location is modified by 

the Agency and shown in modified location on map. When centerline 
intersection is impractical, offset 5' on centerline of major street, (see 
detail at right). If neither centerline can be occupied, two monuments will 
be set in line around the front on the perimeter of a 1 0' 
diameter circle, whose center is the point. 

b) Set on centerline at intervals not exceeding 1 000' on straight runs. 
c) Set on centerline at points of curvature. 
d) Set on center at center points of cui-de-sacs. 
e) Set on centerline when center point of cul-de-sac is offset from 

centerline. 
f) These standards may be modified at the discretion of the Agency in 

cases where strict compliance therewith results in more monuments than 
it considers necessary. The following technique for reducing the number 
of monuments will be routine. 

g) Substitution of one monument on the "Point of Intersection" for 
monuments at the "Beginning of Curve" and the "Ending of Curve" when 
the "Point of Intersection" falls within the pavement area. 

h) Deletion of any monument otherwise required by these standards when 
its position can be determined by turning one angle from a point on a 
straight line between two other monuments, providing such point is not 
more than 300' from the point on which the deleted monument 
would have been placed. 

Alteration location of monument. 
Tie distances shown on final sub
division map if alternate location 
is used. 
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