HOLD OR CUT BACK
COATING ON SPIGOT END

CONC GROUT PLACED IN FIELD

3" NORMAL
A A R A
e - e - e "o " @
———— — T D 2
X - X ” N .
d
y Van P
516" DIA BAR / 516" DIA BAR
WELDED BELL AND FORMED BELL AND
SPIGOT RING WELDED SPIGOT RING
2w 6 6" 2 12"
CONCRETE GROUT & MIN FLAT FORM
— MR
CONCRETE
2"X 4" X 12 GA (PLUS LAP FOR
MORTAR ;
e \ DOUBLE WELD) / SPACER 112" OD
N 4
O L O
P e P
S / : 2
e
—
CONCRETE MORTAR 2" X 4" X 12 GAGE WIRE MESH
LINING LAP
GAP V16" CEMENT MORTAR PLACED
5 180 IN FIELD AND HAND POINTED
SINGLE OUTSIDE WELD
AP = 112"
DOUBLE WELD
LAP = 5 X PLATE T (112" MIN 3" MAX)
SLIP JOINT
NOTE:

ALL WELDS TO CONFORM TO ASNI/AWWA C206 - 91

REVISION | BY | APPROVED DATE RECOMMENDED BY THE CITY OF SAN DIEGO
oL o = CITY OF SAN DIEGO - STANDARD DRAWING L
‘ CAGungea 10/5 /15
J. CASEY 6-3-83
COORDINATORZ ~ R.C.E. 56523 DATE
UPDATED | KA [J). NAGELVOORT|  ov12 FIELD WELDED JOINTS
UPDATED | AR [J. NAGELVOORT| 1015 DRAWING SDW-108

NUMBER




