POLE TOP

POLE HEIGHT
FOR 7500 TO 9500L- 25" + 2’

ARM LENGTH 8 MAX.FOR CONCRETE OR FIBERGLASS,
/ 12"FOR TYPE 15 UNLESS NOTED OTHERWISE.

LIGHT STANDARD,
/ CONCRETE OR
FIBERGLASS.

MIN. 1 OVERHANG

LUMINAIRE

POLE TOP

MAST ARM

FIBERGLASS

/— EDGE OF PAVEMENT

CORE 5" DIA.
12" HIGH MIN

HAND HOLE TO FACE STREET

SLOPE 30:1

FINISH GRADE
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\— UNDISTURBED EARTH

\ SELECT SAND, 95%

MINIMUM  RELATIVE
COMPACTION

18”

DIRECT BURIAL FOUNDATION

FINISHED GRADE FOR STEEL o
AND FIBERGLASS STANDARDS. ] ae
PROVIDE ANCHOR BOLT NUT ~

ANCHOR BOLTS (4 REQ.) 1"x 36"x 4" HOOK,

GALV. USE TWO LEVELING NUTS WITH
WASHERS (ALL GALV.) ON EACH BOLT.

FINISHED GRADE FOR
CONCRETE POLE

LIGHT STANDARD,

TYPE 15 SHALL BE
STEEL, OTHER MAY
BE CONCRETE OR
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560-C-3250 PCC ANCHOR BASE
SQUARE OR ROUND, ADD 1'TO EACH
DIMENSION FOR LOOSE SOIL OR SOFT
CLAY CONDITIONS.

4-6"

ANCHOR BASE FOUNDATION

74" MINIMUM
BOLT CLEARANCE

3-v4’
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