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YELLOW BACKFILL MATERIAL; 
OR NATIVE SOIL;
NOT ENCASING ANY CONDUITS 
12" 1 SACK SLURRY CAP 

FOR DEEP LIFT
8", 10", 12" TO REMAIN 
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ELECTRIC PACKAGE
COMMUNICATION CONDUIT & 
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ENCASEMENT PER SDG&E 
ARE 4" OR LESS. 
PACKAGES WHERE CONDUITS
PACKAGE & ELECTRICAL 
ENCASING COMMUNICATIONS 
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NOTES:

BACKFILL FOR DRY UTILITY

TRENCH TYPES G, H & I

NOT ENCASING ANY CONDUITS
12" 1 SACK SLURRY CAP 

NOT ENCASING ANY CONDUITS
12" 1 SACK SLURRY CAP 

8", 10", 12" TO REMAIN FOR DEEP LIFT

UPON EXISTING CONDITION
DEPTH OF TRENCHES VARY 

WARNING TAPE SHALL BE INSTALLED ABOVE THE CONDUITS.

IF ENCOUNTERED IT SHOULD BE SLEEVED WITH PVC.

ANY CITY UTILITY CROSSING THE TRENCH LINE SHOULD NOT BE ENCASED IN SLURRY, 

RESURFACING PER SDG-107 & SDG-108

FOR TRENCHES GREATER THAN 6", LESS THAN 7'-0" IN WIDTH

PACKAGE
COMMUNICATIONS 

FOR DEEP LIFT
8", 10", 12" TO REMAIN 

SDG-119

CONDITION
VARY UPON EXISTING 
DEPTH OF TRENCHES 

SDG&E STANDARDS
3" ENCASEMENT PER 
OR GREATER. NO LESS THAN 
ELECTRICAL CONDUITS 5" 
1 SACK SLURRY ENCASING 
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