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¢ Channel Prioritization Score:

Assessment Results

65.6 out of 100

* Flood Hazard Score:
56.3 out of 75

* Water Quality Score:
3outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
1.3o0utof 5

Capacity Prior to Maintenance:
100-year storm event

Capacity After Maintenance
(As-built Capacity) :
100-year storm event

Clogging Potential: HIGH

Approximate Vegetation
Coverage: MEDIUM

Surrounding Area: Residential

Infrastructure Failures:

Broken concrete in channel bottom,
Broken fence

Site Evaluation Date:

May 4, 2015

Notes/Comments:

Based on the site photos taken by the
City of San Diego, vegetation has
grown down over the concrete side
slopes. Also there is evidence of
transient encampments. A high risk of
debris, such as mattresses, clogging
the culvert exists
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* Water Quality Score:
4outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
2.50utof 5

Capacity Prior to Maintenance:
5-year storm event

Capacity After Maintenance
(As-built Capacity) :
100-year storm event

Clogging Potential: HIGH

Approximate Vegetation
Coverage: HIGH

Surrounding Area: Commercial

Infrastructure Failures:
None

Site Evaluation Date:
May 4, 2015

Notes/Comments:

Evidence of scour at outfall of culvert
under Fairmount Avenue (photo 37)
and along right toe of slope (looking
downstream) near middle of reach
(photo 35)
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Assessment Results

¢ Channel Prioritization Score:
67.8 out of 100

* Flood Hazard Score:
56.3 out of 75

* Water Quality Score:
4outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
2.50utof 5

* Capacity Prior o Maintenance:
100-year storm event

* Capacity After Maintenance
(As-built Capacity) :
100-year storm event

* Clogging Potential: HIGH

* Approximate Vegetation
Coverage: MEDIUM

e Surrounding Area: Commercial

¢ Infrastructure Failures:
None

e Site Evaluation Date:
May 6, 2015

¢ Notes/Comments:

Based on site photos taken by the
City of San Diego, heavier vegetation
exists for a small segment of the
channel immediately downstream of
Roland Boulevard. A high risk of
vegetation flowing downstream and
clogging the culvert exists.
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Assessment Results

¢ Channel Prioritization Score:

82.3 out of 100

* Flood Hazard Score:
68.8 out of 75

* Water Quality Score:
6 outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
2.50utof 5

Capacity Prior to Maintenance:
Less than 2-year storm event

Capacity After Maintenance
(As-built Capacity) :

50-year storm event
Clogging Potential: HIGH

Approximate Vegetation
Coverage: HIGH

Surrounding Area: Residential

Infrastructure Failures:
None

Site Evaluation Date:
May 6, 2015

Notes/Comments:

Palm trees exist along entire reach.

Channel: Chollas Creek MMP Map # 71 - Reach 2
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* Water Quality Score:
4 outof 10
e Community Input Score:
5outof 10
* Aesthetics Score:
1.3 out of 5

e Capacity Prior to Maintenance:
10-year storm event

* Capacity After Maintenance
(As-built Capacity) :
50-year storm event

* Clogging Potential: HIGH

* Approximate Vegetation
Coverage: HIGH

e Surrounding Area: Commercial

¢ Infrastructure Failures:
Broken concrete

e Site Evaluation Date:
May 5, 2015

¢ Notes/Comments:

Based on the site photos taken by the
City of San Diego there is dense
vegetation in the majority of the
channel reach, as well as a potential
flooding issue at the culvert under
Camino de la Reina.
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