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76.0 out of 100
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Five Points 65.0 out Of 75
bieg * Water Quality Score:
6 outof 10
e Community Input Score:
50utof 10
e Aesthetics Score:
0 out of 5

e Capacity Prior to Maintenance:
10-year storm event

* Capacity After Maintenance
(As-built Capacity) :
100-year storm event

* Clogging Potential: HIGH

* Approximate Vegetation
Coverage: HIGH

* Surrounding Area: Residential

¢ Infrastructure Failures:
None

Site Evaluation Date:
May 5, 2015
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T ol BERARE [ e Tomi VISP  Channel Prioritization Score:
. ' : A .- 57.4 out of 100
* Flood Hazard Score:

49.4 out of 75

* Water Quality Score:
3outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
0 out of 5

Capacity Prior to Maintenance:
50-year storm event

Capacity After Maintenance
(As-built Capacity) :
100-year storm event
Clogging Potential: HIGH

Approximate Vegetation
Coverage: HIGH

Surrounding Area: Commercial

Infrastructure Failures:
None

Site Evaluation Date:
May 9, 2015

Notes/Comments:
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Channel: South Chollas Creek

MMP Map # 104

Assessment Results

¢ Channel Prioritization Score:
70.3 out of 100

* Flood Hazard Score:
56.3 out of 75

* Water Quality Score:
4outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
50utof 5

Capacity Prior to Maintenance:
100-year storm event

Capacity After Maintenance
(As-built Capacity) :
100-year storm event

Clogging Potential: MEDIUM

Approximate Vegetation
Coverage: MEDIUM

Surrounding Area: Commercial

Infrastructure Failures:
Slope failure

Site Evaluation Date:
May 9, 2015

Notes/Comments:

One of the side slopes has failed and
blocked part of the culvert entrance
at the downstream end of the
channel.
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Assessment Results

¢ Channel Prioritization Score:

50.9 out of 100

* Flood Hazard Score:
46.9 out of 75

* Water Quality Score:
4outof 10

e Community Input Score:
Ooutof 10

e Aesthetics Score:
0 out of 5

Capacity Prior to Maintenance:
100-year storm event

Capacity After Maintenance
(As-built Capacity) :
100-year storm event
Clogging Potential: HIGH

Approximate Vegetation
Coverage: MEDIUM

Surrounding Area: Residential

Infrastructure Failures:
None

Site Evaluation Date:
May 9, 2015

Notes/Comments:
The culvert entrance at the

downstream end of the channel is
protected by a grate. This grate is
partially clogged and recommended
for maintenance to prevent the grate

from fully clogging.

MMP Map # 105

Channel Maintenance Prioritization Summary Sheet

17204-D

August 04, 2015



D_ChannelRanking\GIS\17204_Channel_Prioritizatigqiams@be Aerial Image: 04.2013

349'm .Vicini!y' ”'Mapn

5m (
LR}
~

Poway :

Winter 7
La Jolla e Gardens

National
Forest

(g Photo Location

D Channel Survey

@® City Storm Drain Structure

=== City Storm Drain

W:\172

RICK

Scale in Feet

420

ENGINEERING COMPANY | O 210
.|

Assessment Results

¢ Channel Prioritization Score:
81.0 out of 100

* Flood Hazard Score:
70.0 out of 75

* Water Quality Score:
6 outof 10

e Community Input Score:
5outof 10

e Aesthetics Score:
0 out of 5

e Capacity Prior to Maintenance:
Less than 2-year storm event

* Capacity After Maintenance
(As-built Capacity) :
25- to 50-year storm event

* Clogging Potential: HIGH

* Approximate Vegetation
Coverage: HIGH

* Surrounding Area: Residential

¢ Infrastructure Failures:
None

¢ Site Evaluation Date:
May 27, 2015

¢ Notes/Comments:

Vegetation has grown down from the
top of the channel banks over the
concrete side slopes. A high risk of
vegetation flowing downstream and

clogging the culvert exists.
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