Grantville Sub Area A
Segment Operations

Alternative D Year 2030 Alternative EF Year 2030 Alternative G Year 2030
Existing
Street Segment without Improvement with Improvement without Improvement with Improvement without Improvement with Improvement
ADT? LOS? ADT LOS ADT LOS ADT LOS ADT LOS ADT LOS ADT LOS
Friars Road
Santo Rd to Riverdale St 43,900 C 65,580 F 65,580 F? 66,180 F 66,180 P 58,120 E 58,120 E®
Mission Gorge Road
Greenbier Ave to Zion Ave 30,400 B 46,500 C 46,500 C 46,630 C 46,630 C 45,580 C 45,580 C
Rainier Ave to Vandever Ave 21,300 D 26,010 E 26,010 C 27,160 E 27,160 C 18,700 C 18,700 C
Vandever Ave to Twain Ave 23,500 D 26,950 E 26,950 C 28,150 E 28,150 C 18,450 C 18,450 C
Mission Gorge Pl to Fairmount Ave 30,000 E 32,900 F 32,900 C 33,280 F 33,280 C 29,490 E 29,490 C
Fairmount Avenue
Vandever Ave to Twain Ave 6,200 D 11,520 F 11,520 D 11,720 F 11,720 D 9,760 F 9,760 C
Twain Ave to Mission Gorge Rd 6,800 E 11,050 F 11,050 D 12,300 F 12,300 D 9,770 F 9,770 C
Mission Gorge Rd to Alvarado Canyon Rd 38,500 F 43,940 F 43,940 D 45,580 F 45,580 C 39,260 F 39,260 C
Alvarado Canyon Rd to I-8 WB Ramps 37,100 F 70,800 F 70,800 F* 67,100 F 67,100 F* 63,200 F 63,200 F
South of 1-8 EB Ramps 75,400 F 112,900 F 112,900 F* 113,900 F 113,900 F* 111,900 F 111,900 F
Vandever Avenue
Riverdale St to Mission Gorge Rd 7,900 E 4,540 C 4,540 C 4,800 C 4,800 C 3,650 C 3,650 C
Twain Avenue
Fairmount Ave. to Mission Gorge Rd. 6,400 D 8,130 F 6,460 D 7,620 E 6,150 D 9,520 F 7,680 D

Footnotes:

1.

2.
3.
4

ADT = Average Daily Traffic
LOS = Level of Service

Widening is infeasible.

Improvements identified in the proposed 1-8 corridor study will improve the segment operations.

N:\1844\Analysis\Segment\Tbl 6-2.1844.xls




